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ABSTRACT 


As the number of cores on a chip continues to climb, architects will need to address both band- 
width and power consumption issues related to the interconnection network. Electrical intercon- 
nects are not likely to scale well to a large number of processors for energy efficiency reasons, 
and the problem is compounded by the fact that there is a fixed total power budget for a die, 
dictated by the amount of heat that can be dissipated without special (and expensive) cooling and 
packaging techniques. Thus, there is a need to seek alternatives to electrical signaling for on-chip 
interconnection applications. 

Photonics, which has a fundamentally different mechanism of signal propagation, offers 
the potential to not only overcome the drawbacks of electrical signaling, but also enable the ar- 
chitect to build energy efficient, scalable systems. The purpose of this book is to introduce com- 
puter architects to the possibilities and challenges of working with photons and designing on-chip 
photonic interconnection networks. 


KEYWORDS 


nanophotonics, on-chip network, interconnect, microring, optical interconnects, 
network topologies 
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CHAPTER 4 


Introduction 


In this Synthesis Lecture we will provide an overview of photonic interconnects from the per- 
spective of computer architects. Our objective is to enable someone who is familiar with electronic 
interconnects and computer architecture to quickly get an idea of the design space and landscape 
of photonic interconnects and become familiar with both the unique capabilities and challenges 
of using photonic interconnects in on-chip interconnection networks. 

Photonics have been used in long distance communication for decades, so the underlying 
physics of the fundamental building blocks (lasers, waveguides, photonic switching, etc.) is well 
understood. Figure 1.1 shows a high-level illustration of a generic photonic link, as well as an 
example schematic enlargement which identifies the key components. In order to get the data 
(which is stored in electical form at the sender) to the receiver, the data must be modulated onto 
the light. There are many ways to modulate signals, with the simplest being On-Off Keying 
(OOK), where the presence/absence of light in a time interval encodes a 1 or a 0. A simple analogy 
is the telegraph—some text written on a piece of paper is handed to the keycode operator, who 
turns that hard copy text into a sequence of electrical signals (represented in the figure as data 
entering and exiting the transmitter). In the generic case the modulated light is coupled to a 
transmission medium, whose job is to transport the optical signal to the receiver. 'Ihe receiver 
typically employs filters to separate individual communication channels and detectors to convert 
light back to an electrical signal. 






































































































































































































































































































































Transmitter |} ^ Transmission Medium X Receiver 
^h BEA 3 TA EN Si 
Dataln .-— Data Modulation ; g Data Transfer - Data Demodulation Data Out 























geeeteee eet n t n t eee eee tt s n rc eee eee eh EEE RHEE EEE EEE Ee EEE ERENNERT EMT n tt ttn d 


Light 
Source 














— > | Modulator — Waveguide —— Filter & Detector 


Driver e? | jJ E Amplifier I 


SCENE EE a 76797979 9 9 6 CANUNUNIMUNUNUNUUNSNUNuINUNuIN UIN ugue mug gie gg qe a 0 a a a qe qeUq794799794979 9479991479749 4 8 








Figure1.1: High-level photonic communication link with example photonic schematic enlargements. 
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Table 1.1: Evolution of photonic interconnects as a function of time and distance (data from Benner 


et al. [2005] and Hemenway [2013]) 


Interconnect Length Lines/Link Lines/System Time Frame 
MAN/WAN Multi-km 1 10s Since 1980s 
Cables-Long 10-300m 1 to 10s 10s to 1,000s Since 1990s 
Cables-Short 1-10m 1 to 10s 10s to 1,000s Around 2005 


Card-to-Card 0.3-1m 1 to 100s 10s to 1,000s Around 2010 
Intra-Card 0.1-0.3m 1 to 100s 1,000s Around 2015 
Intra- Module 5-100mm 1 to 100s ~10,000 Around 2020 
Intra- Chip 0-20mm 1 to 100s 100,000s Around 2025 





Table 1.1 shows that the distances over which photonics make sense have continued to 
shrink, and over the years photonics have found their way into more and more areas of high- 
performance computing [Benner et al., 2005; Hemenway, 2013]. For example, photonics are 
now used to provide rack-to-rack, board-to-board and to some extent chip-to-chip connectiv- 
ity, and may soon be used in datacenter networks [Farrington et al., 2010; Vahdat, 2012; Vahdat 
et al., 2011]. Supercomputers by Cray [Kim et al., 2008, 2009] and IBM [Arimilli et al., 2010] 
are already using dedicated photonic links in the interconnect hierarchy, and IBM researchers 
describe the feasibility of the underlying photonic building blocks and their role in exascale com- 
puting systems in Coteus et al. [2011]. At the chip-level, Intel researchers [Young et al., 2010] 
have demonstrated the advantages of using optical I/O to overcome the pin limitations of Very- 
Large-Scale Integration (VLSI) chips. 

With technology scaling and Moore's Law likely to continue for the forseeable future, both 
the latency and power consumption of on-chip interconnects are becoming a major concern. The 
problem can be seen by looking at Figure 1.2, where we show the latency and associated energy 
consumption of both an electrical and photonic interconnect, plotted as a function of distance at 
the 16nm Silicon-On-Insulator (SOI) technology node using data from the International Tech- 
nology Roadmap for Semiconductor (ITRS) [Semiconductor Industry Association, 2011]. The 
optimal electrical delay was calculated by finding the minimum delay for each number of possible 
segments (up to a point where additional segments only increase delay) and using the minimum 
of all the segment counts analyzed. 'Ihe minimal delay for each segment length (link length di- 
vided by segment count) was found by comparing all delays for every repeater size between the 
minimal size inverter and the maximum size driver (which was capped at 100x the feature size). 
An RC model was used to calculate the segment switching delay, with the resistance and ca- 
pacitance values for both the transistors and wires coming from ITRS 2011. Maximum wire 
bandwidth was also considered when searching for an optimal segment delay, and configurations 
that would exceed the maximum possible segment bandwidth were eliminated. ‘The figure indi- 
cates that a 2cm-long wire (which might be required for global communication in a chip, for 
example) has a minimum latency of nearly 10 nanoseconds and requires approximately 1 pico- 
joule per bit to transmit at that rate. In typical computing applications the interconnect data paths 





Latency (ps) 
Energy Efficiency (fJ/b) 





Length (mm) 


Figure 1.2: Latency optimized on-chip interconnect comparison at the 16nm technology node. 


are 64—128 bits wide, so the energy consumed by the on-chip interconnect can quickly become 
a substantial component of the total energy budget of the chip. ‘This leaves less energy for doing 
actual computations, because the total power that can be dissipated by a chip (called the Thermal 
Design Power (T DP)) is dictated by the packaging requirements and is a constant. 

The potential latency and energy consumption of an on-chip photonic link is shown with 
dotted lines on Figure 1.2. The light source is assumed to be off-chip, but all of the other compo- 
nents from Figure 1.1 are on-chip, and the photonic link data was computed using the following 
parameters:! a 10fF photodetector (a receiverless design), 1V photodetector output, a 10fF mi- 
croring, a 3.5V source driving the microring, 3dB Photodetector efficiency, 1dB/cm waveguide 
attenuation, 0.5dB on-resonance attenuation, and 0.0015dB off-resonance attenuation. The link 
was optimized for 10Gb/s, the rings were assumed to be athermal [Zhou et al., 2009b], and the 
propagation delay through the waveguide was assumed to be 10.45ps/mm. Figure 1.2 shows that 
the latency of the 2cm photonic interconnect is approximately 500ps, with an energy consumption 
of just 50 femtojoules per bit. 

The energy consumption values in Figure 1.2 were calculated excluding the cost of any 
external off-chip components. Neither the energy required by the off-chip laser nor the energy 


"Do not be concerned if the parameters listed do not make sense—they were included for the benefit of those who are already 
familiar with this topic. Each of the parameters will be discussed individually during the course of this book. 
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lost by the electrical power supply is taken into account in these calculations. The assumption is 
simply that an external light source exists, in the same way electrical designers assume a power 
supply to the chip exists, without taking into account all the losses of AC to DC transformation 
and DC to DC conversion that are inevitable. We are fully aware that lasers are currently more 
inefficient than typical voltage regulators, and that the design and efficiency of the laser is an 
important topic. We will revisit this topic in more detail later in this book, and also discuss possible 
alternatives to the use of an external laser that are on the horizon. 

Figure 1.2 shows that on-chip photonic interconnects certainly have the potential to al- 
leviate the latency and power consumption concerns in future large multicore processors—thus, 
it makes sense to explore the possibility of replacing some (or all) of the electrical interconnect 
on a chip with photonics, in order to simultaneously reduce the power consumed and meet the 
increasing bandwidth requirements of a larger number of cores per chip. So the question is, how 
practical are on-chip photonic interconnects? ‘There are a variety of reasons to be encouraged. 

For example, advances in 3D packaging technologies using Through Silicon Vias 
(TSVs) [Jeddeloh and Keeth, 2012; Motoyoshi, 2009; Woo et al., 2010] will allow a separate 
die with photonic components to be tightly coupled to a conventional Complementary Metal- 
Oxide-Semiconductor (CM OS) microprocessor. This approach will provide significant cost ad- 
vantages, as it will simplify the manufacturing and testing of chips that use photonic interconnects. 
In addition, the basic building blocks of photonic interconnection networks, such as switches and 
waveguides, can now be built with an area budget that is acceptable for on-chip applications. 
(Components used in off-chip photonic interconnects such as lasers, modulators, couplers, etc. 
are very large, and thus not directly suitable for an on-chip interconnection application.) 

Figure 1.2 also shows that the energy efficiency and latency of photonic interconnects is 
relatively independent of distance. ‘This is a huge advantage when compared to electrical signaling, 
where latency and energy efficiency deteriorate signicantly as distances increase. ‘There are two 
other important factors to consider, which are not apparent in the figure: first, increasing the 
data rate in a photonic link does not result in a significant decrease in energy efficiency, since the 
photonic losses (which are the dominant component of the energy) are largely independent of data 
rate. (‘This is referred to as bit-rate transparency in the photonics community.) Second, photonics 
has a much higher bandwidth-density, or bandwidth per unit area. When using photonics, the 
same physical waveguide (the photonic counterpart of an electrical wire) can be used to transport 
multiple bits simultaneously, using a different wavelength of light for each bit (a technique known 
as Wavelength Division Multiplexing (WDM)). For example, if each wavelength operates at 
20Gb/s and there are 16 wavelengths per waveguide, one can effectively get a 16-bit bus with a 
bandwidth of 320Gb/s using the same area as a single waveguide. 

These unique advantages of photonic interconnects over electrical interconnects (better en- 
ergy efficiency, lower link latency, bit rate transparency, and superior raw bandwidth and band- 
width density) stem from the differences in the physics of propogation of electrical signals vs. 


photons [Miller, 2000, 2009]. ‘The high carrier frequency of optical signals allows them to be 
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guided by extremely low-loss dielectric waveguides, instead of the metal waveguides (wires) that 
are required for electrical signals; hence, photonic signals do not suffer from propagation loss 
and distortion due to the resistance of the metal waveguides. ‘They are also relatively immune 
to reflection and crosstalk (between waveguides). These factors combine to give photonic links 
the ability to communicate over longer physical distances and at significantly higher data rates 
without major latency or power penalties. 

Furthermore, these unique characteristics of photonic interconnects can be harnessed to 
create computing systems that are not only highly scalable, but also perhaps easier to program. 
Since electrical interconnects do not scale with distance, hierarchical network topologies must 
be used, which force the programmer to be aware of the on-chip/off-chip dichotomy. ‘This is 
especially important in the context of multicore processors, because some inter-processor and 
processor-memory communication is on-chip and some off-chip, and they have different com- 
munication latencies. But given its ability to efficiently communicate over longer distances, pho- 
tonics allows the designer to use flatter networks, and/or networks with uniform communication 
latency (such as crossbars or fully connected topologies) without compromising scalability. In 
addition, when using photonic interconnects the on-chip/off-chip dichotomy is less important 
because the communication latency is not significantly different between the two. 


1.1 ORGANIZATION OF THE LECTURE 


As stated previously, Figure 1.1 shows a high-level illustration of a generic photonic link. For on- 
chip photonic networks, the required light source could be a laser, a Light Emitting Diode (LED), 
or a Vertical-Cavity Surface-Emitting Laser (VCSEL), and this light source can be either on or 
off-chip—in this book we will assume it is an external (off-chip) laser, because the technology 
already exists to realize this approach.^ The transmission medium is a waveguide, which can be 
viewed as an on-chip photonic wire whose job is to transport the optical signal to the receiver. 
It is likely the receiver may also need to use amplifiers to boost electrical signals produced by the 
detectors that are too weak to drive standard gates. Though not explicitly shown in the figure, a 
clock signal is also necessary to ensure that the transmitter and the recever are synchronized. 

In Chapter 2 we will describe each of the link components in detail, and outline both differ- 
ent ways to realize them efficiently and the key design parameters that affect their performance. 
We will follow that with Chapter 3, in which we will describe the design and optimization of a 
single photonic link, and identify the tuneable parameters (or “knobs”) that influence the perfor- 
mance and power consumption of a link. 

Once we more fully understand the design of a photonic link, we will address the ques- 
tion of how one builds a network using them. It is here that we will encounter a key challenge 
to using photonic interconnects—the fact that light cannot easily be buffered. Because of this 
fact, the widely understood store-and-forward paradigm used by electronic on-chip networks is 


*In both Chapter 2 and in Chapter 6 we will discuss the difficulties of constructing on-chip lasers and describe recent advances 
in the area. 
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not directly applicable to on-chip photonic networks. It is not possible to take certain electronic 
on-chip network topologies and simply swap photonic links for electrical wires and expect to 
immediately reap the benefits of higher bandwidth and lower energy per bit offered by photonics. 

In addition, as Chapter 3 will point out, issues such as link utilization and the length of 
a photonic link matter, and there are limits to the bandwidth that photonic links can deliver in 
an energy efficient manner. 'Ihus, on-chip photonic interconnect network design has to be ap- 
proached as a codesign of both electronics and photonics, and issues such as topology, arbitration, 
and flow control must be carefully evaluated. ‘This is the subject of Chapter 4. We conclude Chap- 
ter 4 with examples of published photonic on-chip networks to illustrate how various researchers 
have dealt with these trade-offs. 

In Chapter 5 we identify some of the key technical challenges that need to be overcome in 
order for photonic interconnects to be viable in practice. For example, photonic devices are very 
sensitive to variations in temperature, making them susceptible to malfunction. This is particularly 
important if a computing system design expects hundreds of thousands of these components to 
function correctly at all times. This is a huge challenge and we present a brief overview of some of 
the approaches proposed by the research community to address this problem. It is also true that 
the fabrication of photonic components at nanoscale geometries is a new field, so techniques for 
fault simulation, fault modeling, and testing need to be considered. We present fault models and 
metrics that can be used when creating resilient photonic links. 

Though the focus of this book is on on-chip photonic interconnects, there are some exciting 
developments in related areas that should be of interest to a computer architect. In Chapter 6 we 
present a brief of overview of these developments. We conclude in Chapter 7 with a recap of the 
key assumptions, observations, and things that one should remember when contemplating the 
use of photonic interconnects in computer applications. 


IN DEPTH 


In this book we will include sections that contain more in-depth material, which is not necessary 
in order to gain a basic understanding of the subject at hand. We will mark these sections as being 
“In Depth’— these can be thought of as essentially large footnotes, and are targeted at those people 
who may need more detailed information (in order to write a simulator, for example.) ‘The reader 
is free to skip over these with no loss of general understanding. 


CHAPTER 2 


Photonic Interconnect Basics 


In this chapter we will cover the basics of the on-chip photonic interconnect. ‘The specific imple- 
mentations of photonic interconnects can vary substantially, but from a high-level view they all 
have three basic components: a transmitter, a transmission medium, and a receiver (as shown in 
Figure 1.1). The transmitter converts electrical data into lightwaves, which are carried by the trans- 
mission medium to the receiver, where they are converted back to electrical data. This process is 
very similar to what happens when data is sent via a modem over a normal phone line—however, 
instead of being converted to tonally modulated electrical signals, the data is converted to the 
presence or absence of photons. 


2.1 TRANSMITTER 


All photonic transmitters send data by modulating light, either directly or indirectly. Direct mod- 
ulation of light occurs when the supply of power to the light source is modulated—turning a light 
switch on and off to send a signal, for example. Indirect modulation of light is when the light 
source is constant and the light is externally modulated—think of a signal lamp used for ship to 
ship communication. The light source is constantly on, and the light is shuttered (modulated) to 
send information. In this work we will focus on indirect modulation using microring resonators 
and an external laser source for two reasons—microring resonators are area-efficient and thus suit- 
able for on-chip photonic interconnects, and external lasers are already commercially available. 


2.1.1 LASERS 


In order to understand the rational for using external lasers! we must first look at the materials 
used for semiconductors. Semiconductor materials can be classified as having either a direct or 
an indirect band gap. In direct band gap materials, electrons can directly emit a photon because 
the momentum of the electrons and holes is the same for both the conduction and valence bands. 
In indirect band gap materials, electrons must first transfer their momentum to an intermediate 
state before emitting a photon — this makes indirect band gap materials much less efficient at 
providing a stimulated emission of photons (a less ideal choice for a light source, in other words). 
Since silicon is an indirect band gap material, the majority of on-chip nanophotonic research has 
focused on the use of an external light source to act as an “external photonic battery” [ Lipson, 
2005]; furthermore, researchers have primarily assumed the use of “off the shelf” lasers which are 


! As a reminder, “Laser” stands for Light Amplification by Stimulated Emission of Radiation 
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Figure 2.1: Conventional and WDM laser spectrum. 


readily available and being used in telecommunications, so they could concentrate on the novel 
aspects of on-chip photonics.? 

The most commonly used lasers in telecommunications are those in the C (or “conven- 
tional”) band, which ranges from 1530 to 1565nm. These lasers attempt to provide a wide, flat- 
power spectrum, as is shown in Figure 2.1. While these readily available C band lasers are compat- 
ible with silicon nanophotonic structures, they do not produce the multiple discrete wavelengths 
needed for WDM. As we mentioned in the previous chapter, by using different wavelengths 
WDM allows multiple data bits to be sent simultaneously down a single transmission medium. 
A WDM spectrum is also shown in Figure 2.1. It is possible to couple multiple, narrow-band 
lasers together in order to provide the necessary set of wavelengths; however, multiple discrete 
wavelengths can also be produced using a single mode-locked laser [Koch et al., 2007], or by using 
a tunable laser with a comb filter [Sun et al., 2008]. While lasers that produce a WDM spectrum 
are commercially available, challenges such as reducing cost and power consumption (the thermal 
controls required to stabilize wavelength and photonic power output consume significant power) 


still remain [Liu et al., 2010a]. 


2.1.2 MICRORING RESONATORS 


Microring resonators are WDM-compatible devices that are compact and energy efficient 
[Miller, 2009], and are designed to resonate when presented with specific individual wavelengths 
and remain quiescent at all other times. A micrograph of a 104m microring resonator is shown 
in Figure 2.2. From a computer architect’s perspective, a microring resonator is similar to a 2x2 
crossbar switch in which only the straight and exchange states exist (we will discuss the mecha- 
nisms of switching the microring between these two states in Section 2.1.3). Figures 2.3(a) and 
(b) show a 2x2 crossbar and a microring resonator in the "straight" (or “off-resonance”) state, with 
a logical one (the presence of wavelength A) at the input port and a logical zero (the absence of 
wavelength A) at the add port. Figures 2.3(c) and (d) show the “exchange” (or “on-resonance”) 


^Creating a monolithically integrated laser on silicon (i.e., an on-chip laser) is an active area of research, because it could be one 
of the enabling technologies that enables/accelerates the use of photonics on-chip. There are reasons to believe that on-chip 
lasers may one day be a reality; please see Chapter 6 for further details. 
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Figure 2.2: Micrograph of an actual 101m diameter microring. This is a passive ring and would be 
used to move certain wavelengths from the waveguide running at a 45? angle to/from the one perpen- 
dicular to it. Note that the waveguide is approximately 400nm from the microring itself. 
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Figure 2.3: 2x2 electrical crossbars in “straight” (a) and "exchange" (c) states, and microring resonan- 
tor in “off-resonance” (b) and *on-resonance" (d) states. 


states. Every individual microring is capable of modulating a single bit (a single wavelength); thus, 
a transmitter with a multi-bit, parallel data path can be constructed using multiple microrings and 


a WDMI -capable light source. 


Microring Resonator Details 

The particular wavelength that a microring resonates to is dependent upon both the microring 
radius and its effective index of refraction (see the "In Depth: Index of Refraction" section re- 
garding the index of refraction for further details). The ability to respond to specific wavelengths 
enables the removal (filtering) of specific wavelengths from a waveguide, and these resonators are 
the primary technology used to bundle the high quantity of wavelengths per waveguide needed 
when using Dense Wavelength Division Multiplexing (DWDM). Figures 2.4(a) and 2.4(b) show 
microrings that resonate at A; being used in perpendicular and parallel waveguide configurations 
(respectively). The specific wavelength that a microring is tuned to resonate to moves the wave- 
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Figure 2.4: Microring resonators: (a) and (b) show microrings, which at fabrication time were set to 
resonate only to A1. The microring resonator spectrum at the through (d) and drop (e) ports is shown 
when a constant power spectrum is applied at the input (c) port. 


length from the input/through waveguide to the add/drop waveguide. ‘This wavelength transis- 
tioning mechanism is symmetric—for example, if A; entered the add waveguide in Figure 2.4(b), 
it would transition to the other waveguide and exit at zhrough. For the sake of understanding, 
computer architects may view this wavelength transitioning mechanism as discrete De, only À; 
will transition and no other wavelengths will)—however, microring resonators are in reality si- 
multaneously both continuous band pass and band reject filters. Figures 2.4(d) and 2.4(e) illus- 
trate the spectrum for the ¢hrough (band reject) and drop (band pass) respectively, provided that 
a constant power spectrum is applied at the input (illustrated in Figure 2.4(c)). The reader may 
notice that there are multiple peaks or troughs in Figures 2.4(d) and 2.4(e); the resonance wave- 
lengths to which microring resonators respond repeat at an interval known as the Free Spectral 


Range (FSR)—for example, a microring designed to resonate at A will also resonate at A; + FSR, 
A, 2FSR, etc. 
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Figure 2.5: Four cascaded microrings. Figure 2.6: Multiple microring spectrum. 


The pass band created by the microring matches a near-Lorentzian function, and this function, 
combined with the FSR of the microrings, imposes a limit on the number of wavelengths that can 
be used in DWDM (primarily due to crosstalk issues [Sherwood-Droz et al., 2010]). Crosstalk 
is any phenomenon by which a signal transmitted on one circuit or channel of a transmission 
system creates an undesired effect in another circuit or channel, and in photonics it is related to 
the width and sharpness of the pass band. 

It is possible to create filters with sharper roll-off and a flatter top by using cascading mi- 
crorings. Figure 2.5 shows four cascaded microrings and Figure 2.6 presents the filter spectrum 
for 1, 2, and 4 cascaded microrings. Notice that as the number of microrings increases the roll-off 
becomes sharper and a “flatter” top with multiple peaks occurs, but at a cost of peak resonance 
strength. Depending upon the interconnect design, this additional signal attenuation may be a 
reasonable sacrifice in order to provide reduced signal crosstalk. 

The 3dB bandwidth of the microring filters defines the limit of the wavelength communi- 
cation channel. The Shannon-Hartley theorem states that C = Blog2(1 + x where C is the 
channel capacity (in bits per second), B is the channel bandwidth, and — is the signal-to-noise 


ratio. Given the 3dB bandwidth B3ag, then C = Bz3aglog2(1 + 1016) z 1.5 B44 p, which means 
that the 3dB bandwidth is roughly equal to the channel capacity—thus, creating a sharper roll- 
off can create a wavelength filter with a higher, wider 3dB pass band and hence a larger channel 
capacity. Ihe 3dB bandwidth of a microring is often represented in the E of the microrings' 

Q factor. The Q factor is the quality factor for a resonator, and is written £ AF (where fo is the 
center frequency and Af is the 3dB bandwidth of the resonator). Assuming a 1550nm laser, 
the fo would be 193.5 T Hz (422655) and if Af of ~20GHz is desired, the Q factor would be 
approximately 10,000. 'Ihe Q target of the microring also dictates the limit of the diameter of a 
ring, according to Xu et al. [2008]; *For a modulator working at 10-20 Gbit/s, a moderately high 
operating Q on the order of 10,000, which corresponds to an optical bandwidth of ~20 GHz, is 
appropriate for the critically coupled resonator, which requires an intrinsic Q of 20,000. ...one 
can conclude that the minimal radius to obtain an intrinsic Q of 20,000 around the wavelength of 
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1.55nm is 1.37um." In other words, for a 193.5 T'Hz fo (1550nm laser), a microring diameter of 
2.74um is the minimum that can be used while maintaining an acceptable Q factor. The Q factor 
is exponentially proportional to the microring radius, while the FSR is inversely proportional to 
the microring radius. 


2.1.3 MICRORINGS AS MODULATORS 
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Figure 2.7: Microring resonators: (a) shows a passive microring, which at fabrication time was set to 
resonate only to A1. (b) and (c) show active microrings, which use the presence or absence of charge 
in the n* base to change the wavelength to which they will resonate to (A1, here). 


The wavelength filtering described previously can be achieved using either passive or active 
microrings. Figure 2.7(a) shows a passive microring that is biased during fabrication to extract 
only A, from one waveguide and steer it down the other. Since the passive microrings are biased 
during fabrication to always respond to a single wavelength, they cannot be used for modulation. 
Modulation requires an active microring resonator, which is designed to change its resonance 
frequency via either carrier injection (in a silicon PIN diode) or carrier depletion (in a silicon 
PN diode’). In other words, an active resonator uses the presence or absence of charge in the nt 
region to change the wavelength to which they will resonate. 'Ihough carrier depletion requires 
lower voltages and can lead to faster devices [Feng et al., 2010], carrier injection can induce a 
larger change in the index of refraction, allowing the resonance wavelength to be shifted further. 
This ability can potentially simplify receiver design, since it enables the difference between the on 
and off power levels to be greater, although this advantage comes at a cost of slower and possibly 
less efficient modulating devices. Clearly there are tradeoffs to using each approach—however, 


?Modulators have also been constructed using an MOS-capacitor combined with the electro-absorption effect. 
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Figure 2.8: Spectrum of drop (a) and through (b) for a microring under varying amounts of current 
injection. 


because of the potential to simplify the design of the receiver, in the remainder of this book we 
will assume carrier injection (also referred to as current injection) is used for modulation. 

Figure 2.7(b) illustrates an active microring resonator modulating wavelength A4. In this 
figure it is assumed that if an electrical current is present in the n* base, A; is extracted and 
sent down the drop waveguide—if there is no current applied (as in Figure 2.7(c)), Ay will con- 
tinue down the input/through waveguide unaffected. (Though the figure shows a microring that 
is “on” when current is applied, the microring can be designed to do the opposite—it can be “on” 
resonance when current is not applied and be "off" resonance when current is injected.) 

Injecting current into the microring base causes signal attenuation when transitioning 
wavelengths, something the architect/designer must keep in mind. Figures 2.8(a) and 2.8(b) show 
the spectrums for the drop and through ports under various levels of current injection, assuming 
a continuous spectrum of wavelengths is applied at the input port. Notice that as more current 
is injected, the resonance both shifts left toward the blue (higher frequency/shorter wavelength) 
and the amplitude decreases (the signal deteriorates). The architect/designer must also deal with 
the fact that microrings are thermally sensitive—as they heat up, their resonance shifts toward 
the red. Generally speaking, dealing with this thermal sensitivity is addressed using a technique 
called "trimming", which we will discuss in detail in Chapter 5. 

The method by which an active microring modulates depends upon the configuration of the 
incoming and outgoing waveguides. If it is assumed that the presence of a wavelength represents 
a logic 1 and the absence represents a logic 0 (OOK), and if the incoming waveguide is also the 
outgoing waveguide, then a zero can be created by using the microring to remove the wavelength 
by bending it onto a dead-end drop waveguide (as shown in Figure 2.7(b)) and a one created by 
allowing the wavelength to pass unaffected (as is shown in Figure 2.7(c)). In the remainder of this 
book we will refer to this approach as modulating zeros, since the wavelengths must actively be 
removed in order to create a zero. If the incoming and outgoing waveguides are not the same, then 
ones are created by bending the wavelength onto the outgoing waveguide (as in Figure 2.7(b)), and 
zeros by allowing the wavelength to continue unperturbed along the incoming waveguide (shown 
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Figure 2.9: Channel (a), ridge (b), slot (c), and photonic-crystal (d) waveguide configurations. 


in Figure 2.7(c)). As one might expect, we will refer to this approach as modulating ones, since 
the wavelengths must actively be transitioned in order to create a one. ‘There are definite advan- 
tages and disadvantages to either approach—for example, when modulating ones, the photonic 
path will incur additional attenuation due to wavelength transitioning. However, we will show in 
Section 5.4 that there are significant advantages with respect to system resilience if modulating 
ones is employed. ‘There have been designs presented in the literature that used one or the other 
of these approaches, and one (Corona [Vantrease et al., 2008]) that actually used both methods 
in a single network—modulation of zeros was used for the data path, and modulation of ones was 
used for the arbitration system. 


2.2 TRANSMISSION MEDIUM 


There are a number of different media which can be used to carry photons between the transmitter 
and receiver in an on-chip photonic interconnect. In this book we will assume the transmission 
medium is part of an on-chip waveguide, and is most likely silicon (although the waveguide could 


be alr, SiO», Si3Na, etc). 


2.2.1 WAVEGUIDE DETAILS 


There are four configurations of waveguides in silicon: channel, ridge, slot, and photonic-crystal. 
These four are shown in Figure 2.9. Channel and ridge waveguides (Figures 2.9(a) and 2.9(b), 
respectively) are the most common, and rely on total internal reflection which concentrates the 
light in the high index of refraction material. These waveguide configurations provide single-mode 
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propagation, which is desirable since multi-mode propagation can suffer from modal dispersion.* 
Slot and photonic-crystal waveguides (Figures 2.9(c) and 2.9(d), respectively) are less common 
configurations and confine light using mechanisms other than total internal reflection. 


IN DEPTH: INDEX OF REFRACTION 


The index of refraction of a material (or optical medium) n is equal to £, where c is the speed 
of light in a vacuum and v is the speed of light in the medium. Total internal reflection occurs 
when the incident angle of light (measured from the surface normal) is greater than the critical 
angle 0, = arcsin 72, where gu is the index of refraction of the optical medium, and nz is the 
index of refraction of the cladding material. Ihe index of refraction for materials is dependent 
upon the wavelength of light A, and can be determined using the Sellmeier equation n? (A) = 


D 2 2 ` : . 
|a ET s n pe ER v , where coefficients B1,2,3 and C1 2,3 are experimentally determined 





for each material. 


There are four sources of propagation loss in on-chip waveguides: the intrinsic absorption 
of the material, radiative coupling, scattering, and Two-Photon Absorption (TPA). The intrin- 
sic absorption of light in Si and SiOz at the wavelengths used for nanophotonics is negligible 
when compared to other sources of loss [Lipson, 2005], while radiative coupling losses occur due 
to rapid changes in the waveguide geometry (as occurs in tight bends). Scattering loss due to 
roughness of the waveguide sidewall is the main source of propagation loss in on-chip waveg- 
uides, while the least common source of loss is due to TPA: TPA occurs in silicon waveguides 
when excessive photonic power is fed into the waveguide and can contribute to signal crosstalk 
in DWDM [Sherwood-Droz et al., 2010; Tsang et al., 2002]. 

Waveguides can intersect without complete signal interference, unlike wires carrying elec- 
tronic signals. When the angle of intersection is 90 degrees, the interference is minimized— 
signals traveling down each waveguide will continue on intact, although each signal will suffer 
a small attenuation (often assumed to be between 0.05dB [Joshi et al., 2009a; Pan et al., 2010] 
and 0.2dB [Koka et al., 2012]). There may also be signal crosstalk and partial signal reflection. 
This characteristic of photonics has allowed on-chip optical networks to be laid out on a single 
layer—however, the cumulative effect of a large number of intersections may make a single layer 
waveguide layout infeasible. Waveguides may need to be routed on different layers in order to 
avoid excessive intersections. 


2.2.2 VIAS 


In the electronic domain signals can easily move from layer to layer using vias, and transition- 
ing photonic signals from one layer to another is done in a similar manner. Grating couplers 
are used to couple optical fibers and waveguides [Maire et al., 2008; Taillaert et al., 2004], and 


vertical grating couplers can be used to connect waveguides on different layers. Figure 2.10(a) 


^Modal dispersion occurs because the propogation velocity of different modes is not the same. 
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Figure 2.10: Inter-layer couplers (photonic vias): a vertical grating coupler (a) and a vertically coupled 
microring (b). 


illustrates a grating coupler being used as a photonic via—this transitions all wavelengths from 
the waveguide on one layer to the waveguide on another. Microring resonators are also capable 
of vertical coupling, though they can only transition a single wavelength. The microring shown 
in Figure 2.10(b) is vertically coupled, allowing perpendicular waveguides on seperate layers to be 
coupled by a single microring, eliminating the need to actually intersect. 


2.5 RECEIVER 


The receivers used in on-chip photonic interconnects are constructed using microrings, photode- 
tectors, and an amplifier. Ihe microrings are used to extract the individual wavelengths from the 
waveguide and direct the extracted wavelengths to photodetectors, which convert the photonic 
power into an electrical signal. In many cases the voltage output from the photodetector requires 
amplification, which is typically provided by a Transimpedance Amplifiers (TIA) (although sim- 
pler designs, such as resistive or current integrating receivers, have been proposed [Georgas et al., 
2011]). Designs which include an amplification stage must be concerned with the energy con- 
sumed each time the amplifier signal is switched, as well as the static power consumed by the 
amplifier. Amplification may not be neccessary if the capacitance of the photodetectors can be 
reduced to a low enough level (on the order of a few femtofarads); if this is possible, a "receiver- 
less" approach can be used [Bhatnagar et al., 2002; Miller, 2009]. In our analysis presented in later 
chapters of this book, we assume that TIAs (or similar amplification stages) are not needed and 
that a "receiverless" approach is possible. We make this assumption for two reasons: first, not hav- 
ing to include the optimal design of an amplifier greatly reduces an already extremely large design 
space exploration, and second, while it is somewhat optimistic to assume receiverless designs, it is 
less so than other proposals presented in the literature (for example, optical nano-antennas [Cao 
et al., 2010; Yousefi and Foster, 2012] which may not even require photodetectors.). Receiverless 
designs are also assumed in many published works [Ahn et al., 2009; Nitta, 2011; Nitta et al., 
2012c; Vantrease, 2010]. 
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2.3.1 PHOTODETECTOR DETAILS 


A photodiode is a quantum detector that converts optical energy into electrical energy, and the 
amount of incident optical energy required to generate the desired output voltage is critical to 
the energy efficiency of the entire photonic link. This is due to the fact that the energy required 
at the light source is 1015 times that of the energy required at the photodetector (where A is 
the attenuation of the path measured in decibels). It is not uncommon for researchers to propose 
networks that have path attenuations in the range of 10 to 20dB, meaning that the required 
energy at the light source will be 10 to 100 times that which reaches the final photodetector. 
PIN photodiodes/phototransistors are most often proposed for use as photodetectors in on-chip 
photonic interconnects [Kirman et al., 2006]. 


IN DEPTH: PHOTODETECTOR EFFICIENCY 


‘The optical energy Er. required to generate a photodetector output voltage of Vo (in the static case) 


is given by the equation Er, = RER where Å is the reduced Planck constant, w is the photon 


angular frequency, Cp is the capacitance of the photodetector, 6 is the photodetector quantum 
efficiency, and e is the electronic charge [Miller, 1989]. This can also be written Er, = f CL 
where A is the Planck constant, c is the speed of light, and A is the photon wavelength. ‘This holds 


for the dynamic case as well, assuming that RCp > c, where R is the diode-loaded resistance and 





t is the light-pulse duration. It should be clear that the required optical energy is proportional to 
both Vo and Cp —thus, reducing the capacitance of the photodetector will directly improve the 
energy efficiency of the photonic link. If it is reduced to a sufficiently low level, a “receiverless” 
approach can be used [Miller, 2009]. 

In the case where Cp cannot be reduced, Vo can be reduced and an amplifier stage can be 
used to generate the voltages neccessary to drive a gate. A TIA, resistive receiver, current integrat- 
ing receiver [Georgas et al., 2011], or some other amplification stage will be necessary to convert 
the photodetector current to a voltage capable of switching subsequent digital gates. A TIA pro- 


videsagain K — ER measured in £2s, which is typically desired to be as large as possible, though 





there are many other competing design constraints (such as providing necessary 3dB bandwidth, 
reducing amplifier power consumption, reducing noise, and reducing group delay/latency [Pappu 
and Apsel, 2005 |). Designing an optimal TIA is difficult because TIAs generally have complex 
transfer functions with multiple poles [ Bespalko, 2007]. 


CHAPTER 3 


Link Construction 


In Chapter 2 we introduced the basic components used in on-chip photonic interconnects. In 
this chapter we will present an example of how a link can be constructed using these components, 
and then look in detail at the parameters that influence the performance and power consumption 
of a photonic link. We will also describe the trade-offs between power consumption, the number 
of parallel bits used, and the signaling rate used to attain a target link bandwidth. 

Some of these tradeoffs are different from those in traditional electrical link design, since 
Moore’s Law does not apply to photonics in the same way it does to conventional CMOS-based 
electronics. Semiconductor microrings can be made with a diameter as small as 34m, but that 
is close to the theoretical limit for a silicon microring resonator with an acceptable Q factor (see 
the "In Depth: Microring Resonators" in Chapter 2 for more details). Since the microrings are 
limited in how small they can get, but the supporting electronics are not, an imbalance is created. 
This is important because electrical signals are used to move data from the storage buffers to the 
photonic transmitters, to move incoming data from the photonic receivers to the receive buffers, 
and to provide the modulating signals to the microrings. When the electrical feature sizes are 
shrinking but the photonic rings are not, it becomes more and more challenging to get the data 
and control signals to and from the microrings in an energy-efficient manner. Thus, we will show 
that it is critical to take both the electronics and the photonics into account simultaneously, from 
the beginning, when designing an on-chip photonic network. 


3.1 PHOTONIC LINK DESIGN 


In this section we will present an example of a photonic link (shown in Figure 3.1) that directly 
connects source and destination nodes. 


3.1.1 TRANSMITTER 


As stated previously, we assume the link uses an external laser as a light source, which provides 
the necessary set of wavelengths used for communication. These wavelengths are delivered to the 
chip via an optical fiber, and once they are on chip a waveguide carries the wavelengths to the 
microring modulators. 'Ihe transmitter consists of the combination of the external laser, optical 
fiber, waveguides, serializer, electrical drivers and microring modulators. The transmitter electrical 
interface is m bits wide, a number which is equal to that of the interconnect flit width; this m-bit 
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Figure 3.1: Example of an optical link with an m-bit flit and an n-bit phit, which is sending a phit 
data value 1...1101. White D; labels denote a logical one while black D; labels denote a logical zero. 


flit is connected to an m : n serializer, where n is the phit width." The output of the serializer feeds 
into the electrical drivers, which convert the signals into drive currents that are injected into the 
microring modulators. This transitions the appropriate wavelengths to the outgoing waveguide 
(it is assumed that ones are actively modulated in this link)—in this case Ay and A3 through Àn 
are transfered, creating the desired pattern for the phit. 


3.1.2 TRANSMISSION MEDIUM 


The wavelengths travel down the waveguide, which is the transmission medium from the source 
to the destination node. Figure 3.1 shows only a single waveguide between the transmitter and the 
receiver, although multiple waveguides could be used. We assume that the transmission medium 
section consists only of the waveguide, and that intermediate microrings are not used for routing. 


3.1.3 RECEIVER 


Once the transmitted value arrives at the receiver of the destination node, microrings remove the 
individual wavelengths from the incoming waveguide and route them to photodetectors, where 
the photonic power is converted back to electrical signals. As stated in the previous chapter, we 
assume that the photodetectors are of low enough capacitance that the link can be run “receiver- 
less," meaning that T TÀs are not needed to amplify the signals from the photodetectors in order 
to drive the inputs of the n : m deserializer (assuming SERializer/DESerializer (SERDES) is 
needed). If amplification is needed, there would be an additional TIA stage (or similar sense am- 
plification) between the photodetectors and the deserializer. 'Ihe phit transmission is complete 


1A flit is a flow control digit, i.e., the smallest unit of flow control. A i£ is the basic unit of data transfer at the physical layer; 
in other words, the number of bits used in each physical data transfer. 
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once the signals reach the deserializer, and the flit transmission is complete at the output of the 
deserializer at the receiver interface. 


3.1.4 DESIGN DECISIONS 


When designing an interconnect, the computer architect must decide the amount of bandwidth 
to provide, the energy cost of providing that bandwidth, and the amount of chip area to devote 
to the link. Since the area required for the link transmitter and receiver is dominated by the 
microring count, we will focus on optimizing the energy efficiency of the link. Bandwidth is the 
amount of information transferred per unit time,” and is a function of both the number of bits 
being sent during each transmission and the number of transmissions done per second. Choosing 
the number of parallel bits to use (the bits per transaction, or the phit width) and the signaling 
rate (the transactions per second) used to attain a target link bandwidth involves trade-offs in both 
power and area, since there is obviously an inverse relationship between phit width and signaling 
rate—as the phit width goes down, the signaling rate must go up. 

In the next two subsections we will examine in more detail the photonic and electrical 
contributions to the total power used and how they are affected by the choice of phit width and 
frequency. We will provide experimental results for a 35mm-long link with a target bandwidth 
of 640Gb/s for 32, 22, and 16nm technology points. This configuration was chosen because it 
represents a 64-bit wide optical data path operated at 10GHz (suitable for a 5GHz core with a 
128-bit network interface), connecting a transmitter in one corner of a 22mm x 22mm chip to 
a receiver in the other corner—a configuration which is also used in Vantrease et al. [2008] and 


Nitta et al. [2012c]. 


3.15 PHOTONIC POWER REQUIREMENTS 


The amount of laser power required for an on-chip optical network to operate correctly is based 
on a worst-case analysis of the photonic losses that will be experienced as the photons move from 
transmitter to receiver. Ihe on-chip attenuation (A) sources include the waveguide, waveguide 
intersections, waveguide bends, and photonic vias (grating couplings), as well as attenuation due 
to the rings themselves. 


IN DEPTH: PHOTONIC POWER CALCULATION 


The required laser power per wavelength is a simple calculation of Ppp 1016 (where Ppp is the 
required power at the photodetector and A is the attenuation of the path in dB). Regardless 
of whether or not TIAs are being used to amplify photodiode currents, the required power at 
the photodetector (Ppp) is based upon two factors: the amount of energy needed to switch the 
photodetector from a zero to a one (refered to as Ez in the "In Depth: Photodetector Efficiency” 


*Bandwidth is defined differently in the signal processing realm—in this book, the word bandwidth by itself will refer to this 
definition, while 3dB bandwidth will indicate the definition commonly used in elecrical communication and in the "In Depth: 
Microring Resonators" in Section 2.1.2. 
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in Section 2.3.1), and the switching frequency ( f,,54). In order to switch the optical signal at 
Imod. the power that reaches the photodetector Ppp must be greater than or equal to ELJ mod: 

The rings themselves also attenuate the signals—as was discussed in Section 2.1.3, when 
modulating an active (on-resonance) ring the signal deteriorates as the amount of current injected 
into the base increases. Increasing current injection also shifts the resonant point of the ring 
toward the blue, and the more the resonance needs to be shifted, the more the signal is attenuated. 
(Even passive microrings attenuate their on-resonance wavelengths as they transition from one 
waveguide to the other.) In addition, the signal deteriorates as it passes by microrings that are 
tuned to resonate to a different value (off-resonance rings). When the estimate for required laser 
power is measured at the output power from the photodetector, as is done in Ahn et al. [2009] 
and Nitta et al. [2012a], the photodetector is also considered an on-chip attenuation source. 


Including only the on-chip attenuation sources allows one to calculate the photonic power 
that must enter the chip, which is what is most significant to computer architects since the amount 
of heat that can be removed from a chip in a cost-effective manner (also known as the TDP) is 


Table 3.1: Optical loss parameters from literature 


Description Minimum Mode Maximum 

Waveguide 

Propagation 0.1dB/cm ` 1dB/cm '5 3.6dB/cm * 

Intersection 0.05dB ** 0.05dB ** 0.2dB 
90 Bend 0.00215dBt 0.5dB™ 


Microring 


On-Resonance 0.1dBt 1.0dB *t 1.5dB P 
Off-Resonance 0.0001dB ` 0.001dB '* O0.1dB' 


Coupler 


Layer- Layer (Via) 
Fiber-Chip 


Photodetector 


3dB * IER 
Splitter 


Loss 0.2dB*** 0.2dB*** 


* Koka et al. [2012]. * Pan et al. [2010]. 
t Vantrease [2010]. N Joshi et al. [20094]. 
* Ahn et al. [2009]. F Reference to Vlasov et al., IBM in Koch [2006]. 


3 Lipson [2005]. R Kirman et al. [2006]. 
* Pan et al. [2009]. 
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fixed [Intel, 2004, 2011]. If one is interested in the total wall-plug power, however, the losses due 
to coupling, the losses in fiber-optic cables, and the efficiency of the laser should also be taken into 
account.? The efficiency of off-chip lasers is a serious concern, but it is a parameter the architect 
does not have control over—thus, in this book we will focus on things the architect can control 
(the on-chip power dissipation), and not the power consumed at the wall-plug. Our goal is to 
present the advantages and disadvantages of on-chip photonics—if the advantages are considered 
high enough, it will spur more research into ways to increase the efficiency of external lasers. (In 
fact, in Chapter 6 we will discuss some of the exciting work in on-chip lasers that is going on 
right now.) 

The photonic path attenuation is also affected by the width of a phit. Using fewer wave- 
lengths and switching faster (a narrower/faster link) has the advantage of requiring the photonic 
signal to pass through fewer off-resonance microrings and thus experience lower attenuation; 
however, switching at a higher frequency requires a microring with an accordingly larger 3dB 
bandwidth. And in order to maintain signal quality, the higher bandwidth filter center-point 
must be shifted further when modulating—if it is not, the signal level difference between a zero 
and a one could be so small that it could become indistinguishable. Since the higher bandwidth 
filter center-point needs to be shifted further, it will require more current injection, and thus will 
result in a higher signal attenuation. 

The attenuation values used by different researchers for the components of optical links 
vary quite dramatically. Table 3.1 lists the minimum, maximum, and most frequently used values 
for a variety of optical parameters, taken from a sample of over a dozen sources. ‘The table shows 
that in most cases there is a substantial gap between the minimum and maximum values used; 
what does not show up in the table is that there is also a wide range of loss numbers depending 
upon the specific technology that was assumed (e.g., waveguide type (channel vs. slot), or com- 
position of waveguide (Si vs. SizN4)). Some published articles provide more useful information 
than others; for example, in Vantrease [2010] and Ahn et al. [2009] the waveguide attenuation is 
separated into two values, one for single-mode waveguides and one for multi-mode waveguides. 
In addition, Vantrease [2010] separates the off-resonance microring attenuation into different 
values for adjacent and non-adjacent wavelengths (e.g., A; or A3 passing a micoring tuned to A: 
vs. À1 passing a micoring tuned to 3). Others, such as Joshi et al. [2009a] and Pan et al. [2010], 
include a non-linear waveguide propagation loss due to TPA (discussed in Section 2.2.1). Thus, 
designers should be very careful when choosing loss values from the literature, and if possible, 
architects should work with device experts to get a consistent set of attenuation values (whether 
they are optimistic and/or conservative). 


*It is important to remember that if a wall-plug power comparison between optical and electrical systems is being done, the 
architect must not forget to account for a// the components that contribute to the electrical system power consumption, such 
as DC/DC conversion and AC/DC conversion efficiencies. If this is not done, the comparison will instead wind up being 
between wall-plug optical and on-chip electrical power consumption. 
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3.1.0 ELECTRONIC POWER REQUIREMENTS 


The electrical power required by a microring-based photonic link depends primarily upon four 
things: the power needed for trimming (we discuss this in detail in Section 5.3), microring mod- 
ulation, the SERDES circuitry, and the power required to send the signal from the network 
interface to the microring drivers (the local transport power). Most researchers only incorporate 
the first two factors when calculating energy consumption, ignoring the other two. In this section 
we will explain the importance of including all four. 


Trimming 

The trimming power (also known as tuning power) is the additional power required to trim 
(tune) the microrings’ resonance frequency. It is needed in order to overcome fabrication in- 
accuracies and/or to correct for environmental influences. It was shown in Nitta et al. [20112] 
that system-level trimming power has a non-linear relationship with microring count, and that 
a power/thermal analysis of an entire design must be done to accurately estimate the required 
trimming power. Issues such as thermal crosstalk and the positive feedback of current injection 
(current injection heats the rings, heat in the rings causes red shift, requiring more current injec- 
tion, etc.) make proper analysis of trimming power non-trivial. Ihe trimming power is essentially 
independent of the choice of data width/frequency, and for the purposes of this discussion can be 
considered a static power overhead. (It is not actually constant, but it can be considered a static 
component because it does not change rapidly enough to be considered a dynamic component.) 


Microring Modulation 

The power required for microring modulation is dominated by the microring capacitance and 
the switching frequency. Since the microring capacitance does not change, the power required 
also remains somewhat constant across various data width/frequency pairings for a given target 


bandwidth. 


Serializer-Deserializer (SERDES) 

SERDES power consumption will increase if a narrow, fast link is used. In addition, the com- 
plexity of the serialization structure (whether using a serial shift register or multiplexer) increases 
with the degree of serialization, as well as when the frequency of switching is increased. 


Local Transport 

The length of the wires required to provide local transport within a node is typically ignored. 
However, the length of the wires required to support the microrings must be considered in the 
detailed power model, since the distances are large relative to the technology node. For example, 
a 64-bit link using a conservative ring pitch of 204m (10um diameter ring, 107m spacing be- 
tween rings) has a worst-case end-to-end distance of 1280um. Even if the most aggressive ring 
pitch is used (31m diameter ring, Sum spacing between rings) the distance is 512m, which is 
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Figure 3.2: Relative sizes of electrical and photonic components. In this figure, the amount of area 
required by 64 microring resonators using an 8jum pitch is shown. ‘The relative size of the electronics 
(assuming a 16nm technology) is included for purposes of comparison. ‘The grey rectangle over the 
resonator rings represents an entire 128-bit electrical buffer. Note that the signal from the buffer to 
the farthest ring must travel approximately 1000 bit-cell widths. If the larger rings are used (204m 


pitch), the rings would cover over 1250um, and the signal would need to travel approximately 2500 
bit-cell widths. 


Buffer Bit 





Figure 3.3: ‘To help the reader get a sense for the size difference between the rings and the electronics, 
this is the same 10m diameter microring shown in Figure 2.2 with a white square added to the picture 
which is the size of a single bit of a buffer in 16nm technology. 


approaching the same order of magnitude as that assumed for inter-node links in an electrical 
mesh for a 2-3mm-wide tile. 

Figure 3.2 illustrates the relative distance for 64 microrings with an Sum ring pitch and a 
16nm electrical technology point. The grey rectangle above the 64 rings is equivalent to the area 
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Figure 3.4: Alternating microring spacing (a), problem (b), and complex solution (c). 


needed for a 128-bit flit buffer (in a 4x32 configuration). Note the relative size of a standard 
cell of a D flip-flop (commonly used in buffers) compared to the size of the microring, and more 
significantly, the relative distance an electrical signal must travel to get from the buffer to the 
farthest ring. To further illustrate the relative size differences for the reader, in Figure 3.3 we 
have overlayed a small box that is the size of a single bit cell using 16nm technology on the 
photomicrograph of the actual fabricated 107m passive microring. The distance that the electrical 
signals must travel will become of greater and greater concern as the technology point changes and 
feature sizes decrease, since (as we pointed out earlier) Moore's Law does not apply to photonics 
De, the rings cannot get any smaller than Zum)" 


3.1.7 LAYOUT/IMPLEMENTATION ISSUES 


We simulated a wide variety of microring layouts and found that the linear layout shown in Fig- 
ure 3.2 was the most energy efficient design for both the Sum and 204m microring pitches. A 
natural question to ask is why the microrings in Figure 3.2 are laid out linearly—why cant the 
waveguide just weave back and forth through a grid of microrings? The problem with using a grid 
approach to laying out a single link is the number of tight bends that would be required. For the 
case of 64 microrings in an 8x8 grid, this could increase the photonic signal attenuation by as 
much as 2.8dB (assuming 0.1dB per 90° bend”), which would almost double the required pho- 
tonic power. And it may not even be possible—many of the proposed on-chip photonic networks 
(Joshi et al. [20092]; Pan et al. [2010]; Vantrease et al. [2008 ]) assume the waveguides are laid out 
in lanes around the chip, and putting the microrings in a grid would require a dramatic increase 
in the complexity of the entire network. 
Furthermore, it is not possible to place microrings on both sides of the waveguide directly 
opposite one another, because microrings that are too close will have crosstalk/coupling issues. 
Figure 3.4(a) shows the best linear arrangement possible—however, for typical microring diameter 
^A potential fifth factor in the electrical power consumption is the power needed by receiver amplifiers such as TIAs. Since we 
are assuming that TIAs will not be used in the design, we will not discuss this source in detail, but TIAs consume both static 
and dynamic power. 


^A 0.1dB loss is a reasonable assumption considering that 0.32dB 90? bends have been demonstrated in Qian et al. [2006] and 
losses of 0.0043dB per 180? 6 Sum radii bend have been demonstrated by Vlasov et al., IBM [Koch, 2006] 
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Figure 3.5: Maximum number of microrings that can be used in a single link without using electrical 
repeaters, for Sum Pitch (a) and 20um Pitch (b), plotted vs. Switching Speed (GHz). As the tech- 
nology point decreases, so does the distance that the supporting wire can carry a signal at the same 


speed. 


and spacing values, this only decreases the total length by about 1396. Furthermore, if modulating 
ones, this approach has the problem shown in Figure 3.4(b). This can be solved using the approach 
shown in Figure 3.4(c), but it is clear that doing so increases both the area and the number of 
waveguide bends (and thus the signal attenuation). 

Increased network complexity is also why a wider data path cannot easily be split across 
multiple waveguides (e.g., a 64-bit data path using 4 waveguides, each with 16 wavelengths). 
Designs that can accommodate the additional area requirements may benefit from splitting the 
data path across multiple waveguides; however, it is important to understand that increasing the 
number of waveguides can have a big impact on the final layout. Using Corona [Vantrease et al., 
2008] as an example, if 16 wavelengths per waveguide are used instead of 64, the number of 
waveguides necessary will quadruple. Assuming an Sum ring pitch and 4 passes of the serpentine, 
the die height would need to increase by approximately 5096, to 33.5mm. Adding waveguides is 
non-trivial and would increase the degrees of freedom in our analysis—instead, we will focus on 
varying the number of microrings in the source/destination nodes, since that should only affect 
the endpoints. 


Electrical Wiring and Repeaters 

Given the distance electrical signals will have to travel from the buffers to the rings, it may be 
necessary to use repeaters. Figure 3.5 shows the maximum number of microrings that can be 
supported without the use of repeaters on the y-axis, and the switching speed on the x-axis. 
The maximum distance a wire can carry a signal was calculated using the bandwidth equation 
from Naeemi et al. [2004] and wire technology data from ITRS 2011 [Semiconductor Industry 
Association, 2011]. The data points in the figure were determined by calculating the maximum 
length a global wire could carry a signal for a given bandwidth and target technology point. Fig- 
ures 3.5(a) and 3.5(b) assume an Bum pitch (3m diameter, Sum spacing) and a 20um pitch 
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Figure 3.6: Electrical power (mW) vs. parallel bits for modulation (a) and SERDES (b). The electrical 
power needed for modulation increases with the switching speed because drivers must be increased in 
size to switch at the higher speed—the increased size means increased capacitance and higher power 
consumption. Ihe SERDES structures must also increase in size with increased switching speed. The 
SERDES structures are not only compensating for the switching speed, but also are increasing in 
complexity (the number of parallel bits serialized/deserialized increases). 


(101m diameter, 10um spacing), respectively. These two pitches were chosen because they rep- 
resent theoretically possible and currently practical design points that have appeared in the related 
literature. The figures show that as the switching speed is increased and the technology is scaled, 
fewer and fewer microrings can be reached without requiring repeaters (shown by the line marked 
potential trend). Adding repeaters is a concern, because while they do allow a signal to be sent fur- 
ther, repeaters will also either add latency or increase power consumption. And if the choice is to 
use repeaters in a way that does not increase latency, eventually not even repeaters will work, be- 


cause the sub links between the repeaters will be unable to switch fast enough to carry the higher 
sublink bandwidth. 


3.1.8 WIDE AND SLOW OR NARROW AND FAST? 


The complexity and power consumption of the SERDES favors the use of a wider, slower link, but 
such a link requires many rings, and the cost of getting electrical signals from the buffers to the 
rings is significant and argues in favor of a narrower, faster link. In other words, the architect must 
come to grips with the fact that as the electrical geometries shrink, the bandwidth of a photonic 
link may be limited in ways that were not originally apparent. In order to evaluate this situation 
more fully and attempt to determine what combinations of switching speeds and phit widths are 
best for given technology points, we ran a range of simulations, which we will discuss next. 

As described previously, the amount of electrical power used has four main sources— 
SERDES, modulation, transport, and trimming/tuning. The first three are dynamic in nature, 
while the trimming component is a source of power consumption which is highly temperature 
dependent and more static in nature (the trimming power will vary over time, but not nearly as 
fast as the other three do). It is evaluated by calculating the total dynamic power used and the 
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Figure 3.7: Microring wiring with network interface at the end (a) and middle (b) of a row. The 
network interface is the electrical connection to the link, and is assumed to be flit-width bits in size. 
If the interface is at the end of the row of microrings, the worst-case wire length is double that of the 
situation where the network interface is at the middle. In addition, the total amount of wire is greater 
if the network interface is at the end. 


area of the various components, and feeding these values into a thermal simulator that takes into 
account temperature-dependent static electrical power consumption. Trimming is discussed in 
more detail in Section 5.3. 

Figure 3.6 shows the electrical power required in mW on the y-axis vs. the number of 
parallel bits on the x-axis for the modulation of the microrings (Figure 3.6(a)) and for SERDES 
(Figure 3.6(b)) in a 640Gbps link at various technology nodes. Ihe figure shows that the power 
required for modulation goes down as the number of parallel bits increases, since the switching 
speed decreases. Ihe modulation power required is also reduced at each successive technology 
node, due to the reduced capacitance of the driver circuit; however, the relatively fixed capacitance 
of the microring resonator limits the amount the modulator power can be reduced. 

Figure 3.6(b) shows the power required by the SERDES (modeled as a pass-gate multi- 
plexer for serialization and a single serial shift register shifting through an enable bit for deseri- 
alization) decreases as the number of parallel bits used increases, since both the switching speed 
and the SERDES structure capacitance are simultaneously decreasing. Each successive technol- 
ogy node also shows a reduction in power. [he power required for both modulation and SERDES 
clearly favor the use of a higher number of parallel bits, as we have pointed out before. 

The flit buffer (seen in Figure 3.2) serves as the interface between the core and the network. 
In our experiments we placed the buffer either at the end of the row of microring resonators or 
in middle (shown in Figure 3.7.) These two configurations were chosen because “End” has the 
longest worst-case wiring, while "Mid" has the shortest. (We felt it was necessary to look at both 
configurations, even though "Mid" is clearly preferable, since floorplan issues might force the 
architect to use the "End" configuration in certain circumstances.) Figure 3.8 shows the electrical 
power required to move the data from the buffer to the rings (the local transport power) in mW 
on the y-axis and the number of parallel bits used on the x-axis. Since "End" and "Mid" are the 
worst and best cases for transport wire length, we chose to use conservative wire projections for 
"End" and optimistic wire projections for "Mid" in our experiments. These two configurations 
are labeled "Worst and" "Best" in the results that follow. 
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Figure 3.8: Electrical power (mW) vs. parallel bits 
pitch (a) and 20um pitch (b). 
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Figure 3.9: ‘Total Link Power (mW) (a) and (b) and Total Energy Efficiency (fJ/b) (c) and (d) vs. 
Parallel Bits. Ihe power and energy efficiency values assume a link with 10096 utilization. 'Ihe figures 
show that in general, the larger the microring pitch, the larger the difference between the optimal and 
the other configurations. 


The wire to each microring was properly sized (local, semi-global, global) using the tech- 
nology data from IT'RS 2011 [Semiconductor Industry Association, 2011]. Some of the more 
extreme cases (e.g., "Worst" for 64 & 128 bits) required repeaters in order to provide the proper 
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Table 3.2: Parallel bits & convergence point for most energy efficient configuration based on link 


utilization 
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bandwidth to some of the furthest microrings, and the repeater power is included for those cases. 
The repeaters were sized to maintain overall link latency, not to maximize energy efficiency. 
As one would expect, Figure 3.8 shows that the power needed increases with the increase 


in wire length—the "Worst" values require higher power than the corresponding "Best" values. 
N(N 

2 
bits, leading one to expect the power to increase quadratically; however, as the number of parallel 


+D where N is the number of parallel 





The total capacitance of the wires is roughly bound by 


bits increases the switching rate decreases, resulting in an approximately linear growth. As dis- 
cussed in the previous section, the number of microrings that can be supported without needing 
repeaters decreases with each successive technology point, as does the transport power (since the 
capacitance of the wires decreases). 


3.1. TOTAL POWER 


Figure 3.9 shows the total link power in mW (Figures 3.9(a) and 3.9(b)) and the total link energy 
efficiency in fJ/b (Figures 3.9(c) and 3.9(d)) for links assuming both the “Best” and “Worst” cases. 
16 parallel bits is the most energy efficient across all the configurations with a Sum microring 
pitch, while the most energy efficient configuration with a 20um ring pitch is 16-bits and 8- 
bits for the "Best" and "Worst" case respectively, regardless of technology point. Note that the 
figures also show that there is a limit to how narrow the bus width should be—8 bits is only the 
most efficient for the "Worst" case of the 20m ring pitch. In Nitta et al. [2012b], even narrower 
links (as low as 2 and 4 bits) are shown to be substantially less efficient because of the increased 


SERDES power requirements. 


Impact of Utilization 

The power and energy efficiency values shown in Figures 3.9 assume a 10096 link utilization, which 
is unrealistically high in the steady state. In fact, the actual energy efficiency is /ig//y dependent 
on the link utilization, because photonic links require a large amount of static power. Remember, 
the off-chip laser has to be sized to be able to provide enough power for the link to work in the 
worst-case situation (10096 utilization), but that power is not turned off when the link is idle. It 
simply comes on-chip and is not used, making it a significant static overhead. (This is also why 
there is such interest in on-chip lasers—it may be possible to turn off an on-chip laser when a 
link is idle, providing a substantial energy savings.) 
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Figure 3.10: Energy efficiency (fJ/b) vs. link utilization using 16nm and 640Gb/s for short (a), 
medium (b), and long distance (c). When the link length is short electrical links are more efficient 
until the link utilization rate becomes approximately 896 (the crossover point). For medium length 
links, the crossover point is approximately 196, and for long links it is 0.596. 


The energy efficiency of each of the configurations was analyzed while varying the link 
utilization, and the results are presented in ‘Table 3.2. For the one entry that has more than a 
single value, the percentage in the middle is the link utilization point where both configurations 
are equally efficient, and the two numbers on the left and right of it are the number of parallel bits 
that are most efficient below and above that utilization rate, respectively. While it is not shown 
in Table 3.2, the expanded results in Nitta et al. [2012b] show a trend that as the technology 
shrinks, the static power becomes a larger portion of the total link power and the utilization point 
where the two configurations are equal increases. 


Impact of Link Length 

Researchers have shown that below a certain distance (known as the partition length Lpart) it 
is better to use conventional electrical interconnects than photonic (or even equalized electrical) 
ones [Beausoleil et al., 2008; Kim and Stojanović, 2010; Naeemi et al., 2004]. However, we have 
shown that the energy efficiency of photonic links is highly dependent upon utilization, a fact 
which is not included in the equation used to calculate L55;;. Therefore, we decided to investigate 
the relationship between link utilization and link length. 


IN DEPTH: PARTITION LENGTH 


The term partition length (Lpart) refers to the distance beyond which information can be more 


efficiently transported by photons rather than electrons, and is described by the following equa- 


Bion Loar ~ "ag n SH , where Win is the minimum waveguide width, Ko is a constant that 








depends on the material and the conductivity mechanism, fmax is the maximum modulation fre- 
quency, and N is the number of wavelengths per waveguide or the WDM factor. For example, at 
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Figure 3.11: Transition point where optical and electrical link costs are the same. In the upper right 
part of the figure optical is the most efficient, in the lower left electrical is. 


10GEIz, the partition length for a waveguide width of Lum with a WDM factor of 10 is about 


0.5mm. 


Figure 3.10 presents the results using a 16nm technology point and 640Gb/s bandwidth 
for three different link lengths—3mm (representative of communication between adjacent nodes), 
15mm (communication between nodes in the same row/column), and 35mm (corner-to-corner 
worst-case length). We chose to show the results for this technology point because it is the most 
aggressive—other configurations have the same basic shape as this graph, with the only difference 
being the electrical line is at a different (higher) point. 

Several things are clear from looking at Figure 3.10. For one, optical interconnects are 
always more efficient than electrical interconnects when the utilization is high. However, if the 
link length is small, the difference is small as well, and optical links may not be worth pursuing. 
On the other hand, optical interconnects are substantially more efficient at high utilization when 
the distances are large. 

Figure 3.10 also shows that the average link utilization must be extremely low for electrical 
interconnects to be the most energy efficient. In Figure 3.11 we plot the link length vs. the link 
utilization to show the relationship between the two. There are three regions shown—in the R1 
region, optical interconnect efficiency is higher, while in the R3 region conventional electrical 
links are more efficient. Ihe R2 region that lies in between is the range of values where the most 
efficient is dependent upon a variety of factors—the technology point, the optical/electrical as- 
sumptions, the target bandwidth, etc. 'Ihe dashed line in the R2 region is where electrical and 
optical interconnets/links are equally efficient, assuming the most aggressive and optimistic elec- 
trical and optical assumptions. 


Caveats 

It should be noted that the results in Figure 3.10 are for conventional electrical interconnects, 
and do not include more advanced schemes such as equalized interconnects [Joshi et al., 2009b]. 
However, given the limited data points available from the literature and the assumptions made 
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Figure 3.12: Electrical latencies as link length changes. Min Energy indicates delay when electronics 
are sized to minimize power consumption while maintaining bandwidth, while Min Delay indicates 
delay when electronics are sized to minimize delay. 


in this work, we expect that such advanced electrical signaling schemes would reside in the R2 
region, and could potentially expand it somewhat. 

It is also worth noting that electrical interconnects cannot match the low flit latency pro- 
vided by photonic links. ‘The electrical interconnects analyzed had an additional 1—42ns flit latency 
due to the number of repeaters necessary—the repeaters were added to support the desired band- 
width, not to reduce link latency. In Figure 3.12 we plot the impact of link length on latency, and 
show that as link length increases, the electronic latencies increase as well. The bottom 3 lines 
in the figure represent the delays experienced by the three different technology points when en- 
ergy usage was ignored and the repeaters and spacing were sized purely to minimize delay. Even 
in this case there is an additional 0.6—17ns flit latency. The top 3 lines are what happens to the 
delays when the repeaters were sized to make them most efficient. As one would expect, the fig- 
ure shows that as the technology point moves toward smaller and smaller features sizes, the link 
delays incurred as the link length increases become larger and larger. 

Finally, it is important to keep in mind that the design space when dealing with photonic 
links is extremely large, and the results are sensitive to the assumptions made about underlying 
photonics and electronics. Readers interested in learning more about this topic should see Georgas 
et al. [2011] and Ophir et al. [2013], which describe the trade-offs in photonic link design using 
slightly different assumptions. 
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CHAPTER 4 


On-Chip Photonic Networks 


In this chapter we will look at how to build an on-chip photonic interconnection network using 
the links described in Chapter 3. We begin with an overview of how the basic aspects of an on- 
chip network, such as topology, routing, arbitration, switching, and flow control are impacted by 
the use of photonics. Once we have discussed these various aspects, we will present an overview 
of the on-chip photonic networks that have been proposed by different research groups, with an 
emphasis on comparing how they deal with the different photonic networking challenges. 


41 PHOTONIC NETWORK DESIGN CHALLENGES 


In this section we will describe how some of the unique characteristics of photonics impact the 
design and optimization of a network on a chip. 


4.1.1 BUFFERING 


Packet-switched networks are based on the store-and-forward paradigm—a packet of data is 
stored (buffered) until the resources required to send it to its next destination are available. Routing 
algorithms, flow control mechanisms, and arbitration protocols all take advantage of the fact that 
it is relatively easy and inexpensive to store a packet in the electronic domain, because storage 
structures like registers and FIFOs can be implemented efficiently and scale with technology. 
Unfortunately, light cannot be stored so easily, because a photon is a massless, chargeless particle 
traveling at the speed of light—at best one can build a rudimentary delay line memory, which 
provides nowhere near the flexibility and functionality of a RAM. At this point the only viable 
approach in the arena of on-chip photonics is to convert photons back to electrons and route and 
store them using conventional electronics, which not only introduces additional complexity but 
also results in additional power, area, and latency penalties. 


4.1.2 TOPOLOGY 


The inability to store photons has a direct impact on the selection of a topology. Simple topologies 
like meshes and tori with only near neighbor connections are easy to implement, but they require 
buffering at the intermediate nodes, which (as we mentioned above) increases complexity. On 
the other hand, the ability of photonics to communicate across long distances without needing 
repeaters and without compromising the data rate favors buses, crossbars, and fully-connected 
topologies. These topologies require only a single hop between the source and the destination 
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and hence reduce latency as well. (However, fully connected topologies increase the number of 
waveguides and the number of transmitters and receivers, and therefore impact scalability.) 


4.1.3 ARBITRATION AND FLOW CONTROL 


In the electronic realm, contention resolution (arbitration) is simple—the packets are held in a 
buffer until an arbiter gives one of the packets exclusive access to the shared resource. However, 
if the arriving packets are photonic in nature, contention resolution becomes much more chal- 
lenging. Ihe simplest solution is to convert the packets to the electronic domain and use standard 
contention resolution mechanisms, but this approach introduces both complexity and additional 
latency in the critical path of the packets. 

Another approach is to do arbitration in the optical domain, as is done in the 
Corona [Vantrease et al., 2008] on-chip photonic network. It is also possible to first establish 
a path between the sender and receiver using electrical signaling, and then stream packets (essen- 
tially use circuit-switching). This is the approach taken by the authors in Shacham and Bergman 
[2007], Shacham et al. [2007a], and Shacham et al. [2007b]. Or, one can avoid the need for 
arbitration altogether by using a directly connected network, which is the approach put forth in 
DCAF [Nitta et al., 2012c]. 

However, even in networks which do not require arbitration, there will be the need for flow 
control. Flow control is required in a network to prevent a sender from overwhelming a slow 
receiver, and relies on the ability to disseminate the occupancy status of buffers at a receiver to all 
potential senders. In an electrical network this is a problem, because the performance of electrical 
wires does not scale with distance. Photonics, on the other hand, has an advantage here—in fact, 
one could imagine using photonics just for flow control in an otherwise all-electrical network- 
on-chip. 

Traditionally, a credit-based scheme such as that described in Dally and Towles [2004] is 
used to implement flow control in an electrical network. However, the higher bandwidth and 
lower energy per bit available when using photonics could enable simpler schemes, such as re- 
transmitting based on a Negative AcKnowledge (NAK) signal, as described in Cianchetti et al. 
[2009]. If the cost of flow control is low enough, it could potentially enable a reduction in the 
amount of buffering required in a network (with the resultant advantage of possibly lower power 
and area). 

It is important to remember, though, that while photonics may be better than electronics 
at disseminating the global information needed to implement flow control, the power required 
may be significantly higher as well. ‘This is particularly true if an external fixed-size laser is used, 
because (as described in Chapter 2) the laser power has to be large enough to satisfy worst-case 
demands. ‘The use of on-chip lasers that can be turned on only when needed might make this a 
less serious issue. 
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4.1.44 ELECTRICAL/OPTICAL CODESIGN 


Electrical/optical codesign involves making sure that electronics are used when electronics are 
most appropriate (when the communication distance is very short, for example) and photonics 
are used when photonics have an advantage (e.g., when the distance is longer). This can lead 
to network designs which have a two-level hierarchy—an electronic network (a mesh or some 
other suitable topology) to connect processors that are in close physical proximity, and a photonic 
network (a ring or crossbar, for example) to connect the processor groups. The exact size of the 
groups and how they are connected to the photonic network, as well as the number of links there 
should be, the bandwidth, the expected utilization of the link, etc. presents an interesting set of 
questions and defines the design space for the photonic network architect. 

Another example of electrical/optical codesign is to augment an electronic on-chip net- 
work with optical instead of electrical express channels.’ The use of optical express channels is 
attractive because they are relatively straightforward to design and have the least impact on the 
manufacturability (and hence the cost) of a chip that incorporates photonics. ‘The partition length 
(described in Chapter 3) can be used as rule of thumb to help decide the location and the band- 


width of the optical express channels. 


4.1.5 LATENCY 


Just as the execution time equation (Instruction Count x Clock Cycles Per Instruction x Clock 
Period) provides insight into the various tradeoffs in the performance of a uniprocessor, the net- 
work latency equation shown below can be used to highlight the differences and tradeoffs in an 
on-chip photonic network. ‘The latency equation is 


Pktsize 
Latency m I send ar (d Sr l)Tprop T (T, F Ta T (DREI Se Du xr Trec , 
where Tseng and Trec are the sending and the receiving overheads, d is the number of hops 
between the source and the destination, Tprop is the propagation delay through the waveguide, 
T,, Ta, Ts are the routing, arbitration, and switching delays through the router, Pktsize is the 
size of the packet, and BW is the link bandwidth. 
As noted in the topology-related discussion above, photonics favors networks with smaller 
hop counts (smaller values of d) because less intermediate buffering is required. That’s a signifi- 
cant advantage for photonics over electronics, since the parameter d is a multiplier for both the 
propagation and the router delay. With single hop networks like crossbars, T; is not significant 
"Express channels are direct connections between nodes that are relatively far apart, in order to reduce congestion and average 
latency in an electrical on-chip network (at the expense of requiring more complex routing protocols). 
"Even when using DWDM, the number of wavelengths per waveguide will be significantly smaller than the flit size. In fact, as 
we explained in Chapter 3, due to energy efficiency concerns it might be appropriate to use narrower data paths in photonic 
links. So the 128- or 256-bit flits have to be squeezed into the narrower photonic data paths, which involves a parallel-to-serial 


conversion at the transmitter and a corresponding serial-to-parallel conversion at the receiver. ‘This overhead has to be added 
to the traditional sending and receiving overhead. 
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but T4 is still important. As noted previously, the lack of buffering makes contention resolution in 
photonics more complex and hence the value of Ta may be higher. Ts is typically a small number 
when using microrings in switches, and largely independent of the size of the switch—whether 
it is a 4x4, 16x16 or 64x64 crossbar T; does not change much when using photonics, but it could 
become quite significant in an electronic implementation. ‘This means that photonic networks can 
be much flatter (i.e., they do not require as many layers in a hierarchy) which in turn reduces d. 

Clearly, link BW is higher for photonic networks (in fact, that's one of the primary mo- 
tivations for considering photonic networks in the first place), with 10Gb/s achievable now and 
20—40Gb/s possible in the near and long term. However, if Pktsize is small the bandwidth 
advantages of photonics may be lessened, since T, and Ta may be dominant factors—in other 
words, in order to take full advantage of photonics it may be necessary to use larger packet sizes. 
This means that perhaps packet aggregation (as described in O’Mahony et al. [2001 |) and/or traf- 
fic grooming (as presented in Cinkler [2003 ]), two techniques that are used in general-purpose 
telecommunication networks, should be considered for use in photonic on-chip networks. 

In fact, the packet size argument can be used to make a case for circuit-switched photonic 
networks. Circuit-switching is easier, since some of the problems faced by photonics (lack of 
buffering and difficulty of contention resolution) can be mitigated by the fact that they only have 
to be dealt with on a per-circuit basis, instead of per packet. ‘This allows photonics to spend more 
time do what it is good at—providing high bandwidth data transfer at a low energy per bit. The 
work described in Shacham and Bergman [2007] and Shacham et al. [2007a,b] is an example 
of this type of thinking, and is also the motivation for the current efforts to use photonics in 


datacenter networks [Farrington et al., 2010; Vahdat, 2012; Vahdat et al., 2011]. 


4.2 CASE STUDIES OF ON-CHIP PHOTONIC NETWORKS 


Many microring-based on-chip networks have been proposed in the literature. In this section we 
will present an overview of six different designs, chosen because they all take different approaches 
to dealing with the various challenges and because there is enough published information about 
them to be able to discuss them. For each proposal, we will explain 5 things: the topology, the ap- 
proach to arbitration/flow control, how it deals with buffering, the electrical/optical partitioning, 
and the performance of the proposed network. We will conclude the overview of each proposal 
with a brief discussion. 


4.2.1 CORONA 


Topology: The Corona design is a 256 core multiprocessor which utilizes a 256-bit optical cross- 
bar operating at 1OGHz (double clocked at 5GH_z) to interconnect 64 four-core clusters (nodes); 
since within each cluster the cores are connected electrically, the Corona network is a clear ex- 
ample of a two-level hierarchy. The optical crossbar is implemented using four dedicated pho- 
tonic bus waveguides per destination, in order to provide the 256-bit data path [Vantrease et al., 


2008]. The waveguides in Corona carry 64 bits of data (shown in Figure 4.1(b)) and are laid out 
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Figure 4.1: A single-bit MWSR bus (a) for destination node 4 with node 2 transmitting. Wavelength 
is removed to dead-end drop to create a zero. Serpentine layout (b) of waveguides similar to Corona 
optical crossbar. 


in a serpentine fashion in order to pass by every cluster. Using a serpentine layout allows each 
cluster to be connected, while simultaneously avoiding waveguide crossings. Each output of the 
photonic crossbar is actually implemented as a Multiple Writer Single Reader (MWSR) bus, so 
while logically it is a crossbar, physically it is a photonic bus. Figure 4.1(a) shows an example of 
a four-cluster single-bit MWSR bus similar to the configuration used in Corona; in this figure, 
Node 2 is transmitting a signal to Node 4 by modulating zeros. Note that any of the three clusters 
could transmit to Node 4 using the same waveguide. 


Arbitration/Flow Control: Since all sources share the MWSR bus, arbitration is required in 
order to coordinate access to Corona's optical crossbar. Corona combines arbitration and flow 
control into a single, all-optical token-based mechanism, which is implemented using additional 
buses, which are slightly different than the MWSR buses used for the crossbar data paths. The 
arbitration/flow control buses allow each node to remove (consume) a token, and also to inject a 
new token onto the bus. 

The token bus is constructed using two photonic waveguides, one that is used as a power 
feed and the other that carries the photonic tokens. Between the two waveguides are active mi- 
crorings, which are used by each node to inject new tokens (modulating ones) onto the token 
waveguide. Connected to the token waveguide, opposite the token-injecting microrings, are a 
set of active microring resonators that are connected to photodetectors and are used to do token 
consumption. In order to consume a token these microrings are activated, and once the photonic 
token arrives at the microring resonators, it is removed from the token waveguide. Since the token 
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is composed of light, it can be consumed completely, guaranteeing that only a single node will 
acquire arbitration. 

The actual arbitration mechanism used in the original Corona paper, Vantrease et al. [2008], 
was not explicitly described; however, the authors do describe the token bus and state that, due 
to the nature of the protocol, a processor can wait up to 8 clock cycles (at 5GEIz) to receive an 
uncontested token, which appears consistent with the follow-on token-based arbitration work. 
In Vantrease et al. [2009], four all-optical integrated arbitration and flow control protocols used 
with the Corona design are described: Token Channel, Token Channel with Fast Forward, Token 
Slot, and Fair Slot. 


IN DEPTH: CORONA OPTICAL FLOW CONTROL PROTOCOLS 


The Token Channel protocol works as follows: the destination node sends out a token containing 
the amount of buffer space available. A node that wants to send to that destination enables its 
microrings to remove the token from the arbitation bus, and then transmits its flits. When it 
has no more data (or there is no space available at the destination) the updated token is injected 
back onto the arbitation bus. 'Ihis prevents multiple senders from writing to the data bus at the 
same time, and prevents any sender from overwhelming the receiver; however, this technique does 
favor the nodes immediately downstream from the destination node and can potentially lead to 
starvation. 

The Token Slot protocol attempts to simplify the process by reducing the number of wave- 
lenths required for arbitration; here, a light pulse on a single wavelength indicates the presence of 
an available buffer slot. The tokens can be consumed as needed, and as soon as a buffer is freed, 
a new token can be issued. The downside of the Token Slot (like the Token Channel) is that the 
nodes upstream are favored and can starve out nodes downstream. 

The Token Channel with Fast Forward and Fair Slot protocols both address the issue of 
starvation. Ihe Token Channel with Fast Forward adds a Fast Forward channel and a mecha- 
nism to replenish an empty token, and the fully replenished token can skip upstream nodes so 
that downstream nodes cannot continually be starved. ‘The Fair Slot protocol broadcasts hungry 
messages by those nodes that are being starved, and was shown to outperform the Token Channel 
with Fast Forward protocol; however, the power requirements of a broadcast waveguide should 
not be overlooked, and may be the deciding factor in favoring one protocol over another. 


Buffering: Corona requires buffering on both the transmit and receive sides. ‘The receive side of 
Corona requires only a single receive FIFO since the communication channel is arbitrated for, and 
only a single flit can be received at a time. If the Token Channel protocol is used, it is likely that 
the maximum value of the token will match the size of the receive FIFO. On the transmit side, a 
single shared buffer would not be feasible, since multiple flits can be simultaneously transmitted 
to different destinations—in order for the transmit buffers to be shared, an electrical crossbar 
would be required to connect the buffers to the transmitters. One of the most practical designs 
would be to have a single packet-sized (or possibly flit-sized) buffer for each destination. 
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Electrical/Optical Partitioning: ‘The on-chip network proposed in Vantrease et al. [2008] elec- 
trically clusters four cores around each node of the photonic crossbar. Arbitration, flow control, 
and data transfer are all handled optically on the photonic crossbar. 


Performance: ‘The results presented in Vantrease et al. [2008] for synthetic benchmarks and 
scaled versions of SPLASH-2 benchmarks showed that by using optically connected memo- 
ries and the optical crossbar, system performance could be improved between two and six times 
on memory-intensive workloads when compared to systems with purely electrical interconnects, 
while also significantly reducing the interconnect power. 


Discussion: Corona was one of the first large-scale on-chip nanophotonic networks to appear 
in the literature, and because so many details have been published [Ahn et al., 2009; Vantrease 
et al., 2008, 2009; Vantrease, 2010], it has proven to be an excellent design to compare against. 
The proposed Corona network utilizes photonics for communication to main memory as well, 
although in the above description we focused only on the optical crossbar design. Interestingly, 
the authors felt that the off-chip path was the most significant aspect of this proposal. 

Even though the results in Vantrease et al. [2008] showed significant power savings, one 
drawback of the MWSR approach is the number of off-resonance microrings the photons must 
pass in order to reach the receivers at the final destination. Ihe MWSR approach is only feasible 
when the off-resonance attenuation is extremely small, or the number of microrings that must 
be passed is small (either there are not very many clusters being connected, or the number of 
wavelengths used is small). 


4.2.2 PHASTLANE 
lopology: In 2006, researchers at Cornell [Kirman et al., 2006] proposed one of the first uses 


of microring resonators in an on-chip network, using photonics to create a bus that formed a 
ring around the chip to connect clusters of processors. 'Ihree years later, the same research group 
proposed Phastlane [Cianchetti et al., 2009], a hybrid opto-electronic on-chip network that uses a 
low-complexity nanophotonic crossbar, and is supported by an electrical network for buffering and 
arbitration. Phastlane uses predecoded source routing to implement an 8x8 mesh, where control 
signals are sent optically to do the N,S,E,W routing. The Phastlane approach allows packets to 
traverse several hops without the need for store-and-forwarding at each routing point, or the 
need to arbitrate for a complete data path prior to data transmission. Each switch in Phastlane 
receives five control signals: straight, left, right, local, and multicast. Figure 4.2 illustrates the 
optical switch that is used in Phastlane; in this figure a packet entering from the 5 wants to go 
out the N port at the same time that a packet entering from the E wants to use the same N 
output. When the control signals reach a routing point, the appropriate set of microrings are 
enabled to switch the wavelengths (including control signals for subsequent routing points) in 
the desired direction. Two waveguides carry the incoming control signals, and when signals on 
those waveguides reach a switch, one set of signals is physically transfered to the other outgoing 
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Figure 4.2: Phastlane optical switch. Incoming packet from the S port takes precedence over the 
incoming packet on the E input port that also desires to exit the N port. The incoming blocked packet 
on the E input port is received and buffered electronically until the N output port becomes available. 


(See Cianchetti et al. [2009] for original version of figure.) 


waveguide, and the signals on the other waveguide are converted to electrical signals in order to 
support the desired routing. (Further details can be found in Cianchetti et al. [2009].) 


Arbitration/Flow Control: A fixed-priority arbitration scheme is used at each Phastlane switch, 
and is implemented using a combination of both electrical and optical control signals. As men- 
tioned above, when the optical control signals reach a switch, they are converted into electrical 
signals to enable/disable the appropriate microrings to prevent a packet collision. 

Phastlane implements an Automatic Repeat reQuest (ARQ) based flow-control scheme 
that utilizes a NAK to realize a Stop-And-Wait (SAW) protocol. The source stops and waits after 
a transmission in a SAW ARQ protocol (thus it’s name), until it receives an ACKnowledgement 
(ACK), either explicitly or by not receiving a NAK within a specified timeframe. It is assumed in 
Phastlane that, if the NAK is not received, the packet has been successfully received and buffered; 
therefore an explicit ACK is not sent. Since the predecoded routing control signals are enabling 
the data path, a return path has already been constructed for the signaling of the NAK. 


Buffering: If there is contention for the outgoing path, all but one of the incoming packets is 
electrically buffered (as is shown happening to the packet entering from the E port in Figure 4.2). 
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(b) Reservation assisted SWMR bus 


Figure 4.3: Two single-bit SWMR buses, one that is implemented using splitters (a), and one that is 
implemented using active microrings and requires reservation assistance (b). 


Packets are dropped if the desired path is contested and there is insufficient buffer space; the source 
node is signalled in this case using a NAK. 


Electrical/Optical Partitioning: The switching and arbitration at each Phastlane switch is im- 
plemented using a combination of electrical and optical control signals. The control signals are 
sent between switches optically, and, if necessary, converted to electrical signals at a given switch 
in order to perform switching and arbitration. Some of the control signals that are converted to 
the electrical domain are needed later in the packet path and are therefore frequency translated 
(A35...A6 — A30...A1) and placed back onto the outgoing waveguide. 


Performance: Phastlane achieved approximately 5—10x lower latency than the comparison base- 
line electrical networks on synthetic traffic patterns, while also providing slightly better saturation 
bandwidth. 'Ihe analysis of Phastlane also showed that the network achieved double the network 
performance of the electrical baseline on SPLASH-2 benchmarks, while consuming 80% less 
power. 


Discussion: One downside ofa NAK-only SAW protocol is that it will not protect against errors 
in the feedback link, since it is impossible to distinguish between a lost NAK and a NAK that was 
never sent; however, this protocol could easily be extended to provide reliable communication by 


changing the NAK to an ACK and retransmitting if the ACK is not received. 
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4.2.3 FIREFLY 


Topology: Firefly, described by Pan et al. [2009], is another hybrid opto-electronic network 
that uses an electrical network for intra-cluster communication and a nanophotonic crossbar for 
inter-cluster communication. 'Ihe Firefly architecture implements its optical crossbar with Single 
Writer Multiple Reader (SWMR) buses (one for each source node). In Pan et al. [2009], they 
describe two approaches, a splitter-based SWMR bus and a more energy-efficient SWMR bus 
called a reservation-assisted SWMR bus. Figure 4.3(a) shows a splitter-based, single-bit, four- 
node SWMR bus, which provides a dedicated transmission channel for Node 1. All the nodes 
receive the same data, but only the desired destination processes the received packet, making 
this essentially a broadcast channel. Since packets are broadcast to all destinations, this approach 
does not require arbitration, but does require significant photonic power. An example of a single- 
bit, four-node, reservation assisted SWMR bus can be seen in Figure 4.3(b). In this approach 
non-destination nodes turn off their receive microrings, allowing the packet to be received by the 
desired destination only. 'Ihe packet destination node is the only one to enable its microrings (in 
this case Node 3), which allows the wavelengths to pass the upstream nodes (Node 2), and to be 
removed before reaching the downstream nodes (Node 4). 

The reservation-assisted SWMR-bus approach consumes significantly less photonic power 
than the splitter version because it requires only enough photonic power to send to a single re- 
ceiver, instead of needing enough power to send to every possible receiver—however, it requires 
a reservation network in order to coordinate the enabling/disabling of the receiving microrings. 
The reservation network is implemented using a splitter-based SWMR in which the head flit tells 
the destination to enable its receiving mirorings. Since this reservation bus is essentially a broad- 
cast network, it avoids the need for global arbitration by providing a narrow, dedicated broadcast 
channel for every node. 


Arbitration/Flow Control: Global arbitration is not needed in Firefly, since a splitter-based 
SWMR is used either for the entire data path, or the head flit (in the case of the reservation 
assisted SWMR). In Pan et al. [2009], the authors state that Firefly uses credit-based flow control 
for all of the channels. The credits are sent back upstream using piggybacking, and, since there 
are multiple buffers at each receiver, the credit information does not need to be global. ‘There is 
only a single sender for each receive buffer. 


Buffering: Buffering is needed for each potential source at the receive side, due to the fact that 
a node in Firefly can receive from multiple sources simultaneously. Since each node can only send 
to a single destination at a time, a single transmit FIFO will suffice. 


Electrical/Optical Partitioning: Firefly uses an electrical network for intra-cluster communica- 
tion, and an optical network for inter-cluster communication. Firefly implements the inter-cluster 
data and flow control mechanism all optically, and no global arbitration is necessary. 
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(b MWSR (c) FlexiShare 


Figure 4.4: Three n-bit wide radix-k nanophotonic crossbars: SWMR (a), MWSR (b), and M data 
channel FlexiShare (c). Each R; router is split into an IN and OUT section in the figure, but would be 
implemenated as a single physical router. (See Pan et al. [2010] for the original version of the figure.) 


Performance: In Pan et al. [2009], the authors state that Firefly improved performance by up to 
5796 and the Energy Delay Product (EDP) by 5196 for synthetic traffic patterns when compared 
to an electrical concentrated mesh, and improved performance by 5496 and EDP by 38% for traffic 
patterns with locality when compared to an all-optical crossbar. 


Discussion: One downside of this approach is that the reservation channels could potentially 
require as much photonic power as the reservation-assisted SWMR data channels (though clearly 
less than using the splitter-based SWMR buses for the data channels). In addition, the timing 
required to coordinate the head flit with the following data flits may also be difficult to achieve, 
since the head flit must be received, processed and the appropriate microrings must be enabled 
before the arrival of the data flits. 


4.2.4 FLEXISHARE 


Topology: FlexiShare [Pan et al., 2010] is a flexible photonic crossbar that is a combination of 
an MWSR and an SWMR design. FlexiShare decouples the number of communication channels 
from the number of nodes, in an attempt to reduce the required photonic power and component 
complexity while still maintaining performance. The MWSR sending side allows any of the nodes 
to communicate to any of the M data channels, each of which is connected to an SW MR bus that 
allows communication to the destination nodes. Figure 4.4 illustrates three nanophotonic crossbar 


designs: SWMR (Figure 4.4(a)), MWSR (Figure 4.4(b)), and FlexiShare (Figure 4.4(c)). 


Arbitration/Flow Control: FlexiShare employs a token stream for arbitration and uses credit 
sharing, adopting the reservation-assisted scheme from Firefly. This token-stream protocol dif- 
fers from the token-ring arbitration discussed in Vantrease et al. [2008] and Pan et al. [2009], 
but is similar to the Token Slot discussed in Vantrease et al. [2009]. The authors of FlexiShare 
extended the arbitration work in Pan et al. [2011], where they describe FeatherWeight, an all- 
optical abritration scheme that exploits the benefits of nanophotonics to simultaneously provide 
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Quality of Service (QoS) as well as arbitration. FeatherWeight leverages a global communication 
path to provide a weighted min-max fairness scheme. 


Buffering: Like Firefly, FlexiShare will require buffering for each potential source at the receive 
side; however, the number of potential sources from which a node can simultaneously receive is 
M (the number of data channels), not the number of nodes. Unlike Firefly, each node in Flex- 
iShare could potentially send simultaneously to multiple destinations—therefore, M FIFO will 
be needed on the transmit side (instead of a single FIFO). 


Electrical/Optical Partitioning: In FlexiShare, arbitration, flow control, and data transfer is 
handled optically. ‘The routing of packets is handled electrically, and is stated to be more complex 
than in FireFly. 


Performance: ‘The results presented in Pan et al. [2010] show that FlexiShare provides compa- 
rable performance to networks that have the same number of data channels as nodes, because the 
M data channels in FlexiShare maintain a higher utilization. FlexiShare is also able to improve 
throughput by 5.5x when compared to a token-ring arbitration network, while reducing overall 
power consumption between 27% and 72%. ‘The results on traces from SPLASH-2 benchmarks 
showed that FlexiShare could reduce the execution time to between one half and one third that 
of a Corona-like MWSR using a token ring for arbitration. 


Discussion: ‘The authors of Pan et al. [2010] propose the FlexiShare network in order to address 
some of the short comings of the Firefly network. What is interesting about FlexiShare is that 
the number of data channels is decoupled from the number of nodes, which can lead to higher 
channel utilization. 


4.25 DCAF 
Topology: The Directly Connected Arbitration-Free (DCAF) design, described in Nitta [2011] 


and Nitta et al. [2012c], features waveguides that directly connect each source/destination pair of 
a 64-node network, creating a fully connected backbone; however, DCAF incorporates additional 
microring resonators in the transmitter section of each node, which are used to limit the number 
of destination nodes that a node can simultaneously be sent to. DDCAF is in essence a many-to- 
one crossbar—a single node can simultaneously receive from multiple sources, but can send to 
only one. Figure 4.5(a) shows the equivalent network connectivity for a four-node DCAF. 


Arbitration/Flow Control: Since the dedicated links make it possible for each node to receive 
messages from all other nodes simultaneously, no arbitration is required. DCAF essentially has 
a locally controlled demultiplexer in its transmit section, while Corona (as an example) has the 
equivalent of a receive multiplexer that must be globally arbitrated. Figure 4.5(b) shows how a 1:4 
optical demultiplexer can be constructed using microring resonators. Figure 4.5(c) illustrates the 
DCAF transmitter section—in this figure A; and A» are being transmitted to node 2, while 13 


4.2. CASE STUDIES OF ON-CHIP PHOTONIC NETWORKS 47 


To Node 4 
or Dead End Dead End Drops 









2 D 
o [da 
9 To Node 3 Z 
B = 
o 5 Š 
e= 8 Em EE 
TONGUE 8 To Node 2 Ae | A 
S ls A A 
To Node 1 "tes E E E M Ac Ae 
HSG) H REESEN 
Se o ~ Transmitting 
Input Bit 2 Bit 1 Bito Wavelengths 
(a) Arbitration free crossbar (de- (b) 1:4 optical de- (c) TX section for node 4 (A; and Aa are 
mux ensures that a node can send mux (signal is being being transmitted to node 2, while A3 is 
to only one other node at a given output to Node 2.) not. A binary 011 is being transmitted to 
time.) node 2.) 


Figure 4.5: DCAF: 4-node network equivalent (a), 1:4 optical demultiplexer (b), and transmit section 


(c). 


is not (in other words, node 4 is transmitting a binary 011 to node 2, using the modulating ones 
approach). 

DCAF does not require arbitration in order to transmit a flit, and therefore it will not be 
subject to the limitations imposed by systems that require global clock synchronization. However, 
even though DCAF is arbitration-free, it does require flow control. This is accomplished using 
an ARQ scheme—if a flit arrives at a reception node and there is insufficient buffer space, the flit 
is dropped and the ACK is not sent back. A Go-Back-N (GBN) ARQ scheme was chosen over a 
conventional credit-based flow control approach since multiple flits can be in flight simultaneously 
on a single waveguide, and the round trip of a single link can be much greater than 2 cycles. ‘The 
ARO scheme allows for efficient flow control without the need for excessive buffering, and also 
provides a more reliable communication scheme, since lost or potentially corrupted flits can be 
retransmitted. 


Buffering: Like Firefly, receive buffers are needed for each possible source, since multiple flits 
can be received simultaneously. Unlike Firefly, however, DCAF utilizes a shared FIFO that pulls 
from the per-source buffers, which reduces the amount of buffering neccessary for large node 
counts without sacrificing reliability (since the GBN ARQ is used for retransmission when there 
is insufficient buffer space and a flit is dropped). 


Electrical/Optical Partitioning: ‘The data transfer and control flow information (ACK) is all 
handled optically. ‘The electrical control logic that moves the flits from the per-source receive 
buffers into the shared FIFO is also responsible for deciding which source to ACK when there are 


more than one outstanding flit to be acknowledged. Several configurations of receive buffer sizes 
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and bus/crossbar conections between the receive buffers and share FIFO were analyzed in Nitta 


[2011 ]. 


Performance: According to Nitta et al. [2012c], DCAF can improve throughtput on synthetic 
traffic patterns by ~60% when compared to a Corona-like crossbar using a Token Channel with 
Fast Forward arbitration protocol, and the peak energy efficiency of DCAF was six times higher. 


Discussion: Considering the number of node connections (and hence the number of required 
waveguide crossings) and the assumed 0.1dB loss per intersection in Nitta et al. [2012c], a single- 
layer implementation of DCAF is not realizable (unless a very low-loss intersection could be 
constructed). However, it is possible to create directly connected networks like DCAF by using 
photonic vias and multiple photonic layers. Since the number of waveguides needed in DCAF 
grows quadratically with node count, in Nitta et al. [2012c] a more detailed evaluation of how 
DCAF might actually be laid out is presented. Included is an entire layout of a 16-node DCAF 
using a 16-bit bus, and a description of how a 64-node DCAF could be constructed from four 
groups of 16 nodes is also provided. In addition, in Nitta et al. [2012a] a generalization of DCAF 
called Directly Connected Optical Fabric (DCOF) is described, where it is possible to send to 
multiple destinations simultaneously. 

In Joshi et al. [20092], the authors propose a 64-tile photonic Clos network that, unlike 
many of the other proposed networks, was designed to be monolithically integrated with the 
processing cores. ‘The findings presented in Joshi et al. [20092] seem to agree with those in Nitta 
et al. [2012c], Nitta [2011], and Nitta et al. [20122], which is that point-to-point channels are 


more energy efficient than global shared channels. 


4.2.6 HYBRID PHOTONIC NOC 


Topology: ‘The basic building block of the hybrid photonic on-chip network proposed by 
Columbia University researchers [Shacham and Bergman, 2007; Shacham et al., 2007a,b, 2008] 
is a 2x2 photonic switch, referred to as a Photonic Switching Element (PSE), which is realized 
using a pair of active broadband microrings. In order to switch multiple-wavelength broadband 
signals, the rings are designed as comb-pass filters. A 4x4 switch is created using four PSEs and 
an electronic router (marked ER) as shown in Figure 4.6. A larger network is constructed by 
connecting these 4x4 switches using a 2D torus topology, as shown in the bottom of the figure. 
However, as is apparent in the figure, the 4x4 switch is not a non-blocking switch—a message 
going from South to East will block a connection from West to South and East to North. For 
full flexibility, a 2D mesh requires a 5x5 switch that is non-blocking.’ In this work the designers 
deliberately choose to keep the photonic switch simple (instead of a full 5x5 crossbar), and com- 
pensate for the shortcomings by adding additional gateways and ejection and injection switches 


3A non-blocking switch such as a crossbar allows all ports to be used simultaneously, while the fifth port provides connectivity 
to the local processing node. 
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Figure 4.6: A hybrid NoC. The basic building block is a 4x4 switch (a). A 2D folded torus topology 
(shown in dark ovals and thick lines), access points (shown as thin lines and light ovals), and gateways 
(shown as rectangles) is shown in (b). Timing diagram of the set up of a control path using electronics 


(c). (See Shacham et al. [2008] for original versions of figures.) 


as shown in the bottom of Figure 4.6. This compromises flexibilty and adds some complexity to 
the routing algorithm, but keeps the photonics simple. 


Arbitration/Flow Control: ‘The electronic router is responsible for setting up a control path 
between the source and destination, controlling the corresponding PSEs, and for flow control. 
The principle of operation of the network is simple, and is captured by the timing diagram in 
Figure 4.6. A path-setup control packet is first sent from the source node to the destination using 
standard XY dimension-order routing, and once the path is set up, the destination node returns 
a small acknowledgement packet to the source node. ‘The source node can start transmitting the 
data after the receipt of this acknowledgement packet. If the control packet used to set up the path 
is dropped by an intermediate router, a path block packet is sent back to the source, which frees 
up the resources and another attempt is made at a later time. Note that the proposed path set- 
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up mechanism using electronic routers can also handle flow control— basically the destination 
node can withhold the acknowledgement packet if it cannot accept new messages. Once the 
transmission is complete, a small control packet is sent to the destination in order to tear down 
the path and free up the resources. 


Buffering: ‘Ihe data packets are buffered at the source node electronically until a path to the 
destination is available. Ihe buffering needs in the electrical network are minimal since it is only 
used as a control plane, and thus only has to store control packets (which are much smaller). 


Electrical/Optical Partitioning: As stated above, an electronic control plane is used to set up 
a path between the source and destination nodes, and a photonic dataplane is used to send the 
actual data. 


Performance: ‘The researchers simulated a 36-core Chip MultiProcessor (CMP) in a 22nm tech- 
nology node, assuming a chip with 2cm on the side and 3.3mm x 3.3mm cores, with 36 gateway 
access points. They found that this approach clearly shows the benefit of photonic networks in 
terms of bandwidth and latency, especially on large messages. 


Discussion: ‘Ihe main advantage of the proposed hybrid network is its simplicity, as it leverages 
existing electronic on-chip network technology to do the heavy lifting (arbitration, flow control, 
path setup, etc.) and uses photonics to move data rapidly, once the path is available (about 15.4ps 
per mm latency). Also, data buffers are not required at the intermediate nodes since circuit switch- 
ing is used for data transport. However, setting up the control path can take several nanoseconds, 
especially under high load. Thus, this network is best suited for large granularity data transfers 
(such as Direct Memory Access (DM A)) and does not perform as well on applications that require 
short messages (like cache-coherency traffic). The optimal message size depends on many factors, 
such as the size of the network, the latency of the individual components, and the bandwidth of 
the injection/ejection ports. Further details on the impact of message size, power estimation, and 
performance on scientific workloads can be found in Shacham et al. [2008] and Hendry et al. 


[2009]. 
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CHAPTER 5 


Challenges 


There are two key technical challenges facing photonic on-chip interconnects—getting the mi- 
crorings tuned to the desired resonance frequency, and then keeping them there. Microrings must 
be fabricated with great precision in order to resonate at exactly the necessary frequency, and they 
are also very sensitive to variations in temperature. This is particularly challenging if a computing 
system design uses hundreds of thousands of these components, and they are integrated into (or 
in close proximity to) a package which contains the heat-generating processors themselves. 

At a high level there are two (non-exclusive) ways to deal with this problem—either keep 
the rings "in tune" (resonating correctly), or else leverage the unique properties of photonics to 
provide sufficient error detection/correction such that rings that are no longer in tune wont cause 
incorrect behavior. In this chapter we will present an overview of the technical challenges them- 
selves, as well as various approaches proposed by the research community to deal with the prob- 
lems. 


5.31 PROCESS VARIATIONS 


The high refractive index of silicon, while useful for concentrating and confining light, leads 
to devices that are very sensitive to process variations in fabrication. This sensitivity makes it 
difficult to achieve uniformity from chip to chip, from device to device, and even within a single 
device [Selvaraja, 2011]. Non-uniformities in the critical dimensions of fabricated microrings can 
cause them to resonate at a different wavelength than desired, since the resonance wavelength 
is dependent upon the microring radius. In addition to variations in the microring geometries, 
roughness in the waveguide top surface and sidewalls can cause increased path attenuation due 
to light scattering [Lipson, 2005; Selvaraja, 2011]. Passive or post-fabrication techniques such 
as using Ultraviolet (UV) light to correct for fabrication errors have been proposed [Kokubun 
et al., 2010; Schrauwen et al., 2008; Zhou et al., 2009b], and these approaches have distinct 
advantages—for example, once all the microrings are adjusted, only the sensitivity to temperature 
needs to be addressed. However, this approach requires each ring to be analyzed and adjusted 
individually, so it is not clear how practical this technique will be when scaled to the system level. 


IN DEPTH: PROCESS VARIATION DRIFT & LOSS DETAILS 


The spectral response for a silicon optical device depends upon the effective index of refraction 


Herr. Any change in the height or width of the waveguide shifts the effective index of refraction, 


: . . A 
and thus will change the spectral response. The spectral drift can be estimated as Se SE 
Nef f 
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where the change in effective index of refraction per change in waveguide width (Sets ) or 


waveguide height ee d 








) must be determined through simulation [Selvaraja, 2011 J. 
According to Lipson [2005 |, the propagation losses œ can be modeled as Rayleigh scattering 
a?K2ncore E E 
neff  [E?dx 
wavenumber, Es is the field intensity at the core/cladding interface, E is the field intensity at a 


- An*, where o is the size of the roughness, ko is the free-space 





in fibers: o = 


position x along the cross section of the waveguide, ne rr is the effective index of refraction, and 
An is the index contrast between the core and the cladding. 


5.2 THERMAL ISSUES 


The wavelength that an individual microring responds to is set during fabrication and is depen- 
dent upon the index of refraction of the microring—however, the refractive index of silicon is 
very sensitive to temperature. Changes in the microring index of refraction cause the resonance 
wavelength to drift spectrally approximately 0.09nm/? C. To put this into perspective, a 10Ghz 
data channel centered at 1550nm occupies ~0.08nm of the spectrum, so a 1°C change will shift 
the microrings resonance completely off its desired channel. Clearly the thermal sensitivity of 
microrings is a challenge that must be overcome, since keeping the microrings bound within a 
tight temperature window is not practical. 


IN DEPTH: REDUCED THERMAL SENSITIVITY 


Researchers have been making progress on ways to reduce the thermal sensitivity of microring 
resonators. In Zhou et al. [2009b], the authors demonstrated that by using Polymethyl Methacry- 
late (PMMA) as an upper cladding on microring resonators, they were able to reduce the tem- 
perature sensitivity to 27pm/°C, or to about a quarter of that of the baseline microring. In Teng 
et al. [2009], it was experimentally demonstrated that overlaying a polymer layer around a 154m 
radii microring reduced the thermal sensitivity to less than 5pm/°C. The authors of Raghunathan 
et al. [2010] developed the principles for an athermalized microring, and fabricated a 20u radii 
microring with a polymer cladding that had a thermal sensitivity of 0.5pm/? C. Finally, Guha et al. 
[2010] demonstrated a microring with a 40um radius which was coupled to a 796m x 230um 
Mach-Zehnder Interferometer (MZI) and had an operational temperature range of 80°C. (In 
other words, this design essentially showed "temperature insensitivity" over a range of 80 degrees, 
meaning it was athermal in that range.) 

The refractive index (n) of silicon changes due to changes in ambient temperature (AT), 
which can be modeled as An ~ 1.84 x 10 ^ x AT. This positive Thermo-Optic (TO) coeffi- 
cient of silicon is counteracted in the works of Zhou et al. [2009b], Teng et al. [2009], and 
Raghunathan et al. [2010] by using a cladding that has a negative T'O coefficient. Specifically, 
they use PMMA, a PSQ-LH polymer, and a hyperlinked fluoropolymer with TO coefficients of 
—1.2 x 1074, —2.4 x 1074, and —2.65 x 1074, respectively. 
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Figure 5.1: Microring resonance vs. wavelength — (a) shows on resonance Aa, (b) shows that red shift 
is needed (solid line) and heating is applied (dotted line), and (c) shows blue shift is needed (solid line) 


and current injection is used (dotted line). 


5.3 TRIMMING 


A technique known as trimming can be used to dynamically move the resonance frequency of a 
microring toward either the red or the blue, which allows both thermal drift and errors due to 
proccess variations to be corrected. Moving the resonance frequency toward the red can be ac- 
complished by heating the microrings [Ahn et al., 2009], a technique that exploits the index of 
refraction change in silicon described previously. Heating is done using thin-film platinum sur- 
face heaters near waveguide sections [Frey et al., 2006]. The resonance can be shifted toward the 
blue by increasing the current in the nt region of an active modulator (this is the same technique 
used as a modulation mechanism, described in Section 2.1.3). Figure 5.1 illustrates how resonance 
frequency changes when heating (Figure 5.1(b)) and when injecting current (Figure 5.1(c)). Un- 
fortunately, both these trimming techniques can result in a dramatic increase in the overall power 
requirements of a network—for example, in Ahn et al. [2009] they estimate that a total of ap- 
proximately 26W is necessary for trimming of the Corona network (which is about 5496 of the 
estimated 48W total network power.) 

In much of the on-chip photonics interconnect literature (e.g., Ahn et al. [2009]; Joshi et al. 
[20092]; Pan et al. [2010]), the power required to perform trimming has been treated primarily 
as a fixed cost per microring. 'Ihis fixed cost was then multiplied by the number of microrings 
in the design in order to arrive at a global estimate. However, in Nitta et al. [20112] it is shown 
that the power required for trimming is mot a per/ring fixed cost—the energy required to shift 
the resonance to the red via heating has a non-linear relationship with the number of rings, and 
shifting the resonance to the blue using current injection heats the rings and can quickly lead 
to thermal runaway. This investigation revealed that when using heating, the die size is more 
important than the actual number of microrings (primarily due to the thermal conductance of 
the entire die), and that the feedback mechanism caused by current injection can be dramatically 
reduced if the microring thermal sensitivity is decreased. Regardless of the trimming mechanism 


54 5. CHALLENGES 


used, a full thermal analysis of the entire photonic network should be completed in order to 
determine the actual amount of power necessary to support trimming; the trimming power could 
not only be underestimated (as in case of current injection feedback), but potentially could be 
overestimated as well if it is assumed heating is being used and the cores are providing some of 
the required heat. 


5.4 RESILIENT ON-CHIP PHOTONIC NETWORKS 


In many areas, such as hard disks, flash memory, wireless communication, and small geometry 
DRAMs, it is common to try to create a reliable communication link using underlying compo- 
nents that may be unreliable, instead of attempting to make each individual component reliable. 
For reasons explained in the previous sections, it may not be practical to analyze and adjust every 
microring using UV light to correct for fabrication errors, and the amount of power at the system 
level needed to perform trimming may be significant. Thus, in Nitta et al. [2011b] ways to make 
optical links resilient were explored—in other words, approaches that would make it possible to 
tolerate some malfunctioning rings and still be able to communicate reliably using an on-chip 
optical link. This approach is particularly appealing because of the surplus bandwidth that exists 
in a WDM based optical network, which can potentially be leveraged to improve the resilience 
of the network. In order to accomplish this, a better understanding of the nature of faults in the 
photonic realm is needed. 


5.4.1 PHOTONIC LINK FAULT MODELS 


The faults that occur in photonic components can lead to a variety of different bit errors. In 
this section the various low-level faults due to problems with the microring resonators will be 
abstracted out into a set of “fault models” that can be used by the architect when implementing a 
resilient photonic network.’ 

Microrings that do not resonate at their designed spectral position and waveguides with 
increased attenuation will be abstracted further. Microrings that do not resonate as designed will 
be considered faulty, which will happen if they are resonating to the wrong wavelength, the signal 
attenuation is too great, or both. The two exclusive cases are illustrated in the graphs in Figure 5.2. 
In this figure the dashed lines show the desired function, while the solid lines show the actual. 
Figure 5.2(a) shows that when the microring is not accurately tuned to the desired wavelength 
Az, the amount of Az that appears on the drop port is very small—only the amount of the A line 
that lies below the solid black line. This misalignment could be the result of thermal drift, process 
variations during fabrication, insufficient trimming, etc. Figure 5.2(b) shows the power to the 
drop port of a microring that is excessively attenuating the signal, which results from improper 
fabrication or possibly too much current injection. 


"We will follow the terminology and flow presented in Parhami [1994]: Defect — Fault — Error — Malfunction — Degra- 
dation — Failure. 
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Figure 5.2: Drop for off-resonance (a) and attenuated (b) microrings designed to resonate on Ap. 
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Figure 5.3: Drop for interfering (a) and non-interfering (b) microrings designed to resonate on A. 


Some of the faulty optical components in an on-chip network could potentially be made to 
work correctly by increasing the amount of system power used. Off-resonance microrings that are 
being trimmed, for example, simply require more signal power to operate correctly. Waveguides 
that have greater path attenuation may also be compensated for by increasing the photonic power, 
enough so that sufficient power reaches the photodetectors. In this model, we focus on the cases 
for which addressing the fault will not be as simple as increasing the power. 

Microrings that do not resonate at their designed spectral position (as in Figure 5.2(a)) 
can be put into one of two categories: interfering or non-interfering. Interfering microrings are 
those whose frequency has drifted so far that they are actually resonating at another wavelength 
channel. Figure 5.3(a) shows the power to the drop port of an interfering microring that is de- 
signed to resonate at A2, but is interfering with A1. Non-interfering microrings are those that do 
not resonate at the desired wavelength, but do not interfere with any other wavelength either. 
Figure 5.3(b) shows the power to the drop port of a non-interfering microring that is designed to 
resonate at A, but is resonating below Ay. Microrings that have increased attenuation are consid- 
ered to be non-interfering microrings, since the end result is the same as a slightly off-resonance 
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Figure 5.4: Single errors due to faulty microring for modulation of zeros (a), and modulation of 


ones (b). 


non-interfering microring—in both cases, a diminished amount of the desired wavelength ap- 
pears on the output port. Microrings that are partially interfering could also be viewed as being 
two non-interfering microrings, since both cases result in neither of the two wavelengths being 
properly transmitted or received. 


5.42 LINK COMPONENT STRUCTURE-DEPENDENT ERRORS 


The types of errors that will result from faults depends upon the structure of the link components. 
Here the focus will be on the transmitter and receiver sections of the on-chip optical networks, 
since (as we discussed in Chapter 2) the proposed networks all have similar transmitter/receiver 
structures and differ primarily in the interconnection topology. As we discussed in Section 2.1.3, 
transmitting data is done in one of two ways: by actively modulating ones (transitioning wave- 
lengths from the input waveguide to drop waveguide), or by actively modulating zeros (removing 
wavelengths from the ¢hrough waveguide). ‘The receiver section for a link will consist of a set of 
microring resonators that are either always on-resonance (as in Vantrease et al. [2008]), or en- 
abled whenever a message is sent (as in the reservation-assisted SWMR, proposed in Pan et al. 


[2009 J). 


Non-Interfering Microring Fault Errors 

Non-Interfering faults do not move the desired wavelength from the input port to the drop port 
(or add port to through), but do not transition any other wavelength either. Thus, a non-interfering 
faulty microring that is in the receiver section will result in zeros always being received for that 
bit, since the proper wavelength will never transition from the input port to the drop port. ‘This is 
essentially a "stuck-at-zero" fault, and only results in a bit error when a one is being sent on that 


bit. 
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Figure 5.5: Double-bit error from interfering microring fault for modulation of zeros (a), modulation 


of ones (b), and reception (c). 


The types of errors generated by a non-interfering faulty microring in the transmitter sec- 
tion will depend upon the method of modulation. In the case where zeros are actively modulated, 
a faulty microring will result in the wavelength always being present at the destination (a one will 
always be detected, which corresponds to a "stuck-at-one" fault). ‘This is shown in Figure 5.4(a), 
where a three-bit transmit section is attempting to send all zeros. The Bit 1 modulator is faulty, 
so Az is not being removed from the waveguide. 

In the case where ones are actively modulated, a faulty microring will result in its resonant 
wavelength never being present at the destination (a zero will always be detected, which cor- 
responds to a "stuck-at-zero" fault). Figure 5.4(b) illustrates a three-bit transmit section that is 
attempting to send all ones—again, Bit 1 has a faulty modulator and therefore is not transitioning 


Az from the input feed to the drop. 


Interfering Microring Fault Errors 

Interfering faults are much more problematic than non-interfering faults. It is possible for double- 
bit errors to occur when an interfering faulty microring is involved, for example. Figure 5.5 il- 
lustrates double errors for both forms of modulation and for reception. Figure 5.5(a) shows a 
three-bit transmit section attempting to transmit the value 100, but Bit 1 is interfering with Bit 2 
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(A3 is removed instead of A5), leading to the value 010 being sent. In Figure 5.5(b), the transmit 
section is attempting to send the value 011, but again Bit 1 is interfering with Bit 2 (A3 is tran- 
sitioned instead of A2) causing a 101 to be sent. Finally, Figure 5.5(c) shows a three-bit receive 
section that has been sent the value 101, but since Bit 1 is interfering with Bit 2 (A3 is removed 
by Bit 1 instead of by Bit 2), it reads a 110. 

Interfering modulators will result in the interfering bit being "stuck-at" (similar to a non- 
interfering fault), and the interfered bit being a logical function of the interfering and interfered 
bits (similar to a bridged fault). In the case where zeros are actively modulated, the interfered bit 
will be a logical AND of the interfering and interfered bits, since either modulator will remove 
the wavelength in the case of a zero, and only both bits being a one will result in the wavelength 
passing unperturbed. In the case where ones are actively modulated, the interfered bit will be a 
logical OR of the interfering and interfered bits. ‘Ihe case where ones are actively modulated is 
symmetric to that of the case where zeros are actively modulated, as one might expect. 

In the receive section, microrings that are resonating at another wavelength may or may 
not actually be interfering. Figure 5.5(c) shows that Bit 2 cannot interfere with Bit 0, even if it 
is resonating at A1. A microring resonating at another wavelength, but not interfering, behaves 
like a non-interfering microring (“stuck-at-zero”). However, in the case where one microring is 
interfering with another, the interfered bit will manifest as a “stuck-at-zero,” and the interfering 
bit will receive the interfered bit’s information. 


5.4.3 UNIDIRECTIONAL BIT ERRORS 


The choice of modulation and reception topology can lead to an asymmetry of errors when certain 
faults occur. It is clear that interfering faults can lead to double-bit errors, but non-interfering 
faults lead to errors in a single direction. Non-interfering faults for receivers and modulators 
that actively modulate ones will only cause 1 — 0 bit errors, since they are "stuck-at-zero" faults. 
Increased path attenuation can also lead to 1 — 0 bit errors (since insufficient photonic power 
to switch from 0 — 1 reaches the photodetector). On the other hand, modulators that actively 
modulate zeros will have faults that yield 0 — 1 bit errors. Non-interfering faults in components 
result in the following unidirectional bit errors: 

Modulator (Active Zeros): Light will not be successfully removed from the through waveg- 
uide. When zeros are sent, a one will be received (0 — 1 bit error). 

Modulator (Active Ones): Light will not be successfully transitioned to the Zrop waveg- 
uide. When ones are sent, a zero will be received (1 — 0 bit error). 

Receiver: Light will not be successfully transitioned from the input to the photodetector. 
When ones are sent to it, a zero will be received (1 — 0 bit error). 

Waveguide: Increased waveguide attenuation results in insufficient light being received at 
the end of the waveguide. When ones are sent, a zero will be received (1 — 0 bit error). 

‘The type of single-bit errors that will occur in a photonic link can be designed to be unidirec- 
tional if the correct link component structure is chosen. ‘This is important because unidirectional 
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errors can be dealt with more efficiently, and if the architect is willing to give up some bandwidth 
and separate the channels more, it may be possible to minimize/eliminate interfering faults. 


5.4.4 MEAN TIME BETWEEN FAILURES 


Improving communication link reliability can be accomplished by increasing the probability that 
each transmission will be received correctly, by retransmitting until the transmission is received 
correctly, or both. Increasing the probability of a correct reception can be done using fairly 
straight-forward techniques, such as reducing the error rate (reducing the device fault rate) and/or 
adding bits in order to correct for errors. Retransmitting messages until they are properly received 
is a little more complicated, since it requires a feedback communication link and a communication 
protocol. 

There are certain unique properties of photonics that can impact the choice of error correc- 
tion schemes. For example, since much of the power consumed in a photonic link is static (the 
external laser and microring trimming, for instance), the relative power penalty of retransmission 
or of error detection/correction techniques may be much lower than it would be with electrical 
links. In photonic systems, the high static overhead means the cost of transmitting data is mostly 
pre-paid—the more you transmit, the lower the average cost/bit becomes. 

In Nitta [2011], a range of approaches to providing reliable links were studied. Common 
methods of providing reliable data transmission over an unreliable communication channel, such 
as the use of an ARQ protocol, were considered—however, an ARQ protocol alone will not 
guarantee reliable communication for all fault sources. If the faults are permanent, for example, 
ARO protocols will unsuccessfully repeat transmissions until the maximum retransmission count 
is reached. To circumvent this problem, a Hybrid Automatic Repeat reQuest (HARQ) proto- 
col can be employed, which utilizes Forward Error Correction (FEC) in order to correct a small 
number of errors and only requests retransmission for uncorrectable cases. Thus, a HARQ pro- 
tocol can make on-chip networks reliable even in the presence of some permanent faults, as long 


as they are correctable by the FEC. 


Error Correction Codes 

Error correction codes such as Cyclic Redundancy Check (CRC) were shown to be poorly suited 
for the photonic environment in Nitta [2011], since communication is not a serial stream of bits 
(making burst errors less likely), and the block length is relatively short. Furthermore a CRC code 
is typically calculated in hardware using a Linear Feedback Shift Register (LFSR), which would 
have difficulty keeping up with the communication rates of on-chip networks (although parallel 
implementations of LFSRs do exist [Campobello et al., 2003; Lu and Wong, 2003 |). 

However, Berger codes [Berger, 1961] can detect any number of unidirectional bit errors 
with the addition of k = [/oga5(n + 1)] check bits, where n is the number of data bits. The effi- 
ciency of the coding makes Berger codes good candidates for use in this setting—unfortunately, 
Berger codes require the computation of the weight of the codeword, which is very expensive. 
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Extended Hamming codes for Single Error Correction and Double Error Detection 
(SECDED) have been used in a number of memory systems, including the CRAY-1. The same 
SECDED codes can be utilized as a Triple Error Detection (TED) code, if no correction is per- 
formed. A SECDED or TED code can be implemented for 32 and 64 data bits with the addition 
of 7 and 8 check bits, respectively. 

Another approach to error detection is to use multiple signals to transmit a single bit of in- 
formation. This approach is commonly used in high-speed communications, such as Low Voltage 
Differential Signaling (LVDS). ‘This is essentially an N choose K (NcK) encoding—for example, 
LVDS is a 2c1 encoding, since only one of the two signals will be a one at any given time. NcK 
encodings can detect all odd number of bit errors, and may be able to detect some even number 
of bit errors. Moreover, NcK encoding can detect any number of unidirectional errors. 

As discussed previously, HARO requires FEC. One possible FEC code that could be used 
in HARO is the extended Hamming SECDED code—another approach is to combine the NcK 
encoding with either a parity block or a Reed Solomon code. Since any odd number of bit errors 
can be detected with an NcK encoding, the detected errors could be treated as block erasures, and 
an additional parity block could be used to recover from a single erasure (as is commonly done in 


Redundant Array of Independent Disks (RAID)-5). 
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Figure 5.6: Reed Solomon integrated with 6c3 encoding circuit. 
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The redundancy could be extended to protect against double erasures as in RAID-6, as long 
as the size of the Galois Field (GF) being used for the Reed Solomon code blocks is large enough. 
A GF(2") can cover 2" — 1 data blocks; therefore, a 2c1 code could only cover a single data block, 
while a 6c3 could cover 15 data blocks (2* — 1) or up to 60 bits of data. Reed-Solomon codes can 
detect and even correct for block corruptions. The equations P = Do + Di +... + Dn-1 and 
O = 2° . Do + g! - Dı +... + g^" - Dn-1 are used to calculate the Reed-Solomon code. 

In these equations, "addition" is handled by an XOR, and “multiplication” is done in the 
Galois Field. At first glance it may seem that calculating the GF multiplication may be too com- 
plex, but since we are proposing only a 4-bit code word and the multiplication is being done with 
a constant value, it can be realized with a simple look-up-table. Figure 5.6 illustrates a potential 
Reed-Solomon circuit that utilizes 6c3 block encoding. Details of the error correction/detection 
circuit have been omitted for brevity, but would primarily be composed of a network of multi- 
plexers. 


Mean Time Between Failure Analysis 
In order to justify choosing one encoding scheme over another, one must know both the microring 
fault rate and the rate of interfering vs. non-interfering faults. Since this information is not yet 
available, one can take a different approach; one can determine the fault rate that microrings 
must attain in order to meet a particular Mean Time Between Failure (MTBF) for a single link, 
and also for an entire network (such as a photonic torus). These calculations can not only guide 
architects in the choice of encoding schemes once microring resonators mature, but these results 
also provide goals and targets for device researchers and manufacturers. 

The MTBF for a link can be calculated given the fault rate, the probability that a 
fault is interfering/non-interfering, and the average rate of error for various proposed detec- 
tion/correction schemes. In Nitta [2011], a detailed simulator is described that is able to pro- 
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Figure 5.7: Required microring fault rate to attain 1M hr MTBF for a link (a) and a 8-ary 2-cube 


torus (b) by encoding scheme. 
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vide this information. Since the target M'T BF is known, the fault rate is simply varied until the 
target MTBF is achieved. Figure 5.7 shows the required microring fault rate given a particular 
encoding and a desired MTBF of 1M hours, for a single link (5.7(a)) and an 8-ary 2-cube Torus 
(5.7(b)). The torus was assumed to have direct links between the nodes (no microrings were as- 
sumed for routing). The Y-axis is the required fault rate that must be attained, with a lower fault 
rate (requiring higher-quality microrings) being higher on the axis. 

The spread of the values is due to different rates of interfering faults. Ihe values at the 
lower fault rates assume the probability of a fault being interfering has a uniformly random 
distribution—in other words, the probability of an interfering fault is the percent of the FSR 
that other channels occupy. ‘The values requiring a higher fault rate, on the other hand, assume 
the resonance point of a microring will drift from the desired point based on a normal distri- 
bution, centered at the desired resonance frequency (which yields a dramatically lower rate of 
interfering faults.) 

The results show that the NcK encodings such as the 2c1-32 or the 6c3rs-32 are the best 
choice when fault rates are very high, but the rate of interfering faults is very low. Ihe Hamming 
codes are best when the fault rates are moderately high, with TED winning out over SECDED 
if correcting for fabrication errors is not a concern. In order for nanophotonic links/topologies 
to meet a 1M hour MTBF without using error detection or correction schemes, microrings will 
need to be fabricated such that fault rates are in the range of 10 ?!—10" ?^/cycle. The conservative 
assumption used in the simulations (that any undetected bit error will result in a failure) means 
these numbers are probably a little high, but it is unlikely that the actual bit error rate that results 
in failure will change these results by very much—certainly not by orders of magnitude. Given the 
current immature state of the technology, it is clear that some type of error detection scheme will 
be needed if large-scale microring resonator-based networks are to become a reality. Microring- 
based photonic networks that do not implement error detection or correction schemes will be 


inherently unreliable due to their low MTBF. 
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CHAPTER 6 


Other Developments 


The focus of this book is on on-chip photonic interconnects, but there are many exciting devel- 
opments in related areas that should be of interest to a computer architect. Some of these de- 
velopments, such as those in implementation technologies and devices (particularly lasers), could 
impact the design of future on-chip networks. Others have the potential to overcome various 
bottlenecks in computer system design. In this chapter we will briefly describe some of these 
developments. 


6.1 ON-CHIP NETWORK DEVELOPMENTS 


Research in the following areas may have a direct impact on the success of on-chip networking. 


6.1.1 MONOLITHIC CMOS INTEGRATION 
The overwhelming majority of semiconductors (92% of 300mm wafers) use bulk-CMOS, which 


continues to improve with advances in lithography and fabrication processes. Unfortunately, no 
front-end photonic integration solution has yet been proposed for bulk- CM OS processes. Thus, 
there are two choices when implementing photonic integrated circuits today—use a SOI-CMOS 
process with a thick Buried Oxide (BOX) layer (an order of magnitude thicker than in standard 
SOI-CMOS), or use a separate layer of silicon nitride deposited on top of the metal stack [ Levy 
et al., 2009; Shaw et al., 2005]. These specialized silicon photonic dies can then be attached 
to the rest of the CMOS electronics using wafer bonding, or perhaps 3D integration technol- 
ogy like TSVs. Clearly, there is an advantage to implementing photonics circuitry on a separate 
die—ad-hoc fabrication processes could be used to implement ridge waveguides or germanium 
photodetectors, for example, which are not possible to do with standard CMOS, SOI or bulk pro- 
cesses. However, there are disadvantages as well. ‘The thick BOX layer degrades the performance 
of transistors, and its thermal impedance reduces the amount of heat that can be dissipated, which 
in turn limits the thermal budget of the electronics. More importantly, the electronics required 
to drive the photonic interconnects cannot take advantage of any improvements in CMOS tech- 
nology. 'Ihe lack of an integrated CAD flow and manufacturing workflow also increases cost and 
complexity. 

Researchers at MIT have begun to address these challenges by developing a monolithic 
photonic integration process, where photonic devices are implemented using standard CMOS 
logic and DRAM processes [Orcutt and Ram, 2010; Orcutt et al., 2011]. They have demonstrated 
photonic devices with 3dB/cm waveguide loss using an existing commercial 45nm SOI-CMOS 
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process. [he photonic devices are monolithically integrated with electronics in the same physical 


device using a standard CAD flow [Orcutt et al., 2012]. 


6.1.2 LASERS 


Despite their widespread use in telecommunications, consumer, and industrial applications, lasers 
are a relatively recent invention, with semiconductor lasers first demonstrated in 1962. Conse- 
quently, there are many hurdles when it comes to the use of lasers in on-chip networks. First, the 
electrical efficiency of lasers is poor—around 10% to 30% at most, with commercial wavelength- 
stabilized lasers from the telecom world exhibiting a pathetic 1% wall-plug efficiency. Second, 
since silicon is an indirect band gap material, it does not lend itself to /asing easily, which makes 
the creation of on-chip lasers difficult. Third, generating multiple wavelengths of light for use in 
DWDM is a challenge, especially at high data rates and with acceptable wall-plug efficiency and 
without crosstalk. Active research is underway to overcome these challenges, and we will briefly 
summarize some of the numerous advances that have been reported in recent years. The interested 
reader should see Beausoleil [2011] for more details. 

One approach to building a silicon laser is to take advantage of stimulated Raman scat- 
tering, as demonstrated by Jalali and Fathpour [2006] and Boyraz and Jalali [2004]. However, 
the efficiency of such silicon Raman lasers is still quite low and needs to be improved for it to 
be practical. In Liu et al. [2010b], it was shown that Germanium (an indirect band gap ma- 
terial) can be made into a pseudo-direct band gap material by using tensile strain and n-type 
doping, and demonstrated that it is possible to construct a room temperature, optically pumped 
Ge-on-Si laser (laser pumping is the transferring of energy from an external source into the gain 
medium of the laser; the external pump energy is usually provided as pulses of light or electri- 
cal current). Building upon the work of Liu et al. [2010b], MIT researchers [Camacho- Aguilera 
et al., 2012] showed that Ge-on-Si lasers could be electrically instead of optically pumped; this 
is an important experimental result since it demonstrates that an additional light source will not 
be necessary to create a Ge-on-Si laser. ‘This electrically pumped Ge-on-Si multimode laser had 
1mW output at room temperature, which is a very encouraging development toward an on-chip 
laser that could be used with photonic interconnects. Another possibility is the heterogeneous 
integration (via bonding) of a direct bandgap material such as Indium-Phosphide (InP) onto a 
SOl-substrate [Van Campenhout et al., 2007, 2008], or bonding individual II-V laser chips 
onto silicon [Liang and Bowers, 2010]. Recent developments in transfer-printing epitaxial layers 
of compound semiconductors makes this more practical | Kelsall, 2012]. 

There are also interesting developments in generating a frequency comb for WDM based 
photonic interconnects, especially for on-chip applications, that merit discussion. Quantum dot 
Fabry-Perot lasers are capable of producing a large number of discrete wavelength channels, sep- 
arated from their nearest neighbors by the FSR frequency [Gubenko et al., 2007; Wojcik et al., 
2009]. ‘They use a single cavity to generate multiple laser channels simultaneously, so they are 
likely to be more efficient as well, since only one cavity has to be stabilized. Other work from Cor- 
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nell [ Foster et al., 2011] shows how to make broad-bandwidth optical frequency combs from a 
CMOS-compatible integrated microresonator, using parameteric oscillators to generate multiple 
wavelengths. Both the microresonator and the coupling waveguide are fabricated monolithically 
in a single silicon nitride layer using electron-beam lithography. A fixed comb of frequencies to 
support WDM can also be generated by externally modulating a conventional laser, as described 


in Zhou et al. [20094]. 


6.1.3 PLASMONICS 


Surface plasmons are coherent electron oscillations (or quasi-particles formed from the coupling 
of a photon and a electron wave) at the interface of a metal and a dielectric. Plasmons main- 
tain many of the benefits of optical interconnects (such as bandwidth and energy), but have the 
additional benefit of not requiring waveguides with a width that must be on the scale of the wave- 
length of light [Dionne et al., 2010; Wassel et al., 2012]. This means that they can propagate in 
smaller areas, and can have rapid changes in the waveguide geometry without significant energy 
loss; however, these benefits come at a cost of significantly higher path attenuation. 

Plasmonics, like grating couplers, may be suitable for use as a wavelength-blind photonic 
via. Plasmonics have the capability to drastically change the direction of light, which could be 
useful when changing layers; unfortunately, plasmonics suffer from high path attenuation. ‘This 
attenuation is derived from the propagation length Lsp; the propagation length is defined as 
the length in which the Plasmon intensity has decayed to 4 of the original strength. Lsp = 


zn where k, — k + ik, and k, is the plasmon wave vector (surface plasmons are solutions to 


Maxwell’s equations in planar geometries). An attenuation of ~0.2dB/m (equivalent to ~20um 
propagation length) is often assumed for plasmonics [Dionne et al., 2010], and over the relatively 
short distances required for an inter-layer via (assumed less than 107m) the loss experienced by 
a plasmonic-based photonic via may be acceptable. 

Energy efficient plasmonic modulating structures, such as the Compact Modulator [Cai 
et al., 2009] and the PlasMOStor [Dionne et al., 2009], have been proposed and, in the case of 
the PlasMOStor, actually fabricated. While these modulators require only a few fJ/b to mod- 
ulate, they are wavelength-blind and therefore not suitable on their own for WDM; however, 
there has been interesting work done recently [ Wassel et al., 2010, 2012] that uses passive micror- 
ing resonators in combination with these plasmonic modulators to realize a WDM-compatible 
modulator. The approach proposed in Wassel et al. [2010] and Wassel et al. [2012] uses cascaded 
passive microrings to filter and to reinsert the individual wavelengths, and utilizes the plasmonic 
modulators to modulate the individual wavelenths. Figure 6.1(a) illustrates the proposed hybrid 
plasmonic modulator. Ihis approach has the advantage of lower modulating power, since the ca- 
pacitive load of the plasmonics is much smaller than the microring resonator. In addition, if the 
modulators are constructed as shown in Figure 6.1(b), this could allow the modulation circuitry 
to be placed closer to the rest of the electronics—the limit would become the waveguide pitch 
instead of the pitch of microring resonators (which would reduce the transport power discussed in 
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Figure 6.1: Hybrid plasmonic microring modulator for WDM. ‘The original layout proposed in Was- 
sel et al. [2012] shown in (a). Our proposed layout modification to minimize transport power is shown 
in (b). The individual wavelengths are filtered on the left by the set of passive microring resonators. ‘The 
individual wavelengths are modulated using plasmonics and then recombined on the single waveguide 
using a second set of passive microring resonators. 


Chapter 3). While the hybrid plasmonic approach reduces the modulation power, it does increase 
the photonic path attenuation due to the increased number of on- and off-resonance microrings, 
as well as the additional loss incurred by the plasmonic devices. ‘This increased path attenuation 
may be mitigated by using fewer wavelengths modulated at higher frequencies, which may be 
beneficial as the results in Chapter 3 indicate. 

Structures such as surface plasmon nano-antennas [Cao et al., 2010; Tang and Miller, 2009; 
Yousefi and Foster, 2012] have the potential to dramatically improve the energy efficiency of re- 
ceiving photonic information. The capacitances of these nano-antennas can be on the order of a 
few attofarads (thatis about a thousand times lower than the assumed few femtofarad capacitances 
that the PIN photodiodes/phototransistors may approach). Many of the nano-antennas demon- 
strated thus far have been for a single wavelength and narrowband [Maksymov et al., 2012]; this 
means that it might be possible for nano-antennas to be designed to be wavelength selective, 
removing the need for microring resonators and photodetectors in the receiver altogether. 
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6.2 SYSTEM-LEVEL DEVELOPMENTS 


In this section we will describe some interesting developments that explore the use of photonic 
interconnects to address some well-known bottlenecks in computer systems. 


6.2.1 OFF-CHIPI/O 


Off-chip I/O bandwidth is the product of the number of pins on the chip and the data rate 
per pin. The ITRS 2012 roadmap (see Table ORTC-4 Performance and Packaged Chip Trends 
in Semiconductor Industry Association [2012 ]) indicates that the maximum number of “pins” on 
a chip is not changing, even in the long term—it will be around 3072. Of these, approximately 
two thirds are reserved for power and ground, leaving only about 1,000 or so pads for signal I/O. 
Furthermore, driving a signal off-chip requires driving a significantly higher capacticance (which 
grows linearly with distance), inherently limiting the data rate. Consequently, the off-chip I/O 
bandwidth is a serious impediment going forward, particularly since technology scaling is making 
it possible to place more and more processing cores on a die. 

Fortunately, photonic interconnects have the potential to address both of these constraints. 
The pin limitation can be overcome by using DWDM to send multiple signals simultaneously on 
the same physical waveguide, and optical signals can achieve much higher data rates because they 
are not limited by capacitance. ‘These facts have led to a lot of research exploring the potential of 
off-chip photonic interconnects. 

For example, in Young et al. [2010], Intel researchers attempt to quantify the pros and cons 
of using photonics to address the chip I/O problem. They demonstrate a Multi-Chip Module 
(MCM) solution using polymer waveguides and VCSELs as transmitters, operating at 10Gb/s 
in 90nm CMOS technology with an energy efficiency of 11pJ/bit. The VCSEL and photodiode 
arrays are optically coupled to on-package, integrated polymer waveguide arrays using metalized 
45° mirrors. The authors estimate that with a transmitter optimized with pre-emphasis circuitry! 
it is possible to achieve an 18Gb/s data rate at 9.6pJ/bit, which can go down to 1pJ/bit at a 16nm 
technology node. With a monolithic silicon photonics implemention that integrates modulators, 
waveguides, and detectors on top of metal interconnect layers, they project that a 20Gb/s data 
rate at an energy efficiency of 0.3pJ/bit is possible. 

Columbia researchers are taking a slightly different approach, using microring resonator- 
based modulators and detectors [Ophir et al., 2013] instead. ‘They propose a system where light 
is guided by an optical fiber when moving between the transmitter and receiver modules, and by 
silicon-photonic bus waveguides within the photonic modules themselves. The stated goal of their 
work is to estimate the achievable energy efficiency in the best case and what needs to happen in 
order to get to a 1Tb/s data rate with sub-picojoule per-bit efficiency. Essentially they set out to 
answer the question, what is the trade-off between increasing the number of wavelengths vs. in- 
creasing the data rate per wavelength? ‘Their simulation results show that at 12.5 Gb/s, the energy 


"This is a technique to reduce inter-symbol interference by emphasizing the high-frequency signal components or attenuating 
the low-frequency components. 
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efficiency is 2.5pJ/bit, while at 25 Gb/s the energy efficiency falls to 4.3pJ/bit. Their model assumes 
receivers without amplifiers, a laser efficiency of 1096, and does not take SERDES overhead into 
account. Ihe drop in efficiency results in large part because higher data rates require tighter chan- 
nel spacing, which in turn causes higher losses. They also conclude that laser efficiency is a critical 
factor in the overall wall-plug efficiency of photonic links. This is not a surprise, however—as 
we have pointed out in this book, the lasers used in telecom applications have incredibly low efh- 
ciency (around 196) because a significant fraction of the power is wasted in stabilizing and cooling 
the laser cavity, and the insertion losses are quite high as well. 

Optical fibers experience extremely low propagation loss (about 0.2dB per kilometer), 
which makes them very attractive for use in off-chip interconnects. However, the challenge is 
finding a way to interface tightly coupled waveguide arays (with a 20um pitch, for example) to 
standard fiber-optic components (which commonly have a 250jum pitch), especially given the nu- 
merical aperture mismatches between silicon waveguides (which have a high index of refraction) 
and the fibers (which have a lower index). In Lee et al. [2010], IBM researchers propose a mul- 
tichannel tapered coupler, which can accomplish this goal with coupling losses below 1dB, and 
cross talk of —35dB between channels at an injection bandwidth of 160Gb/s/channel (4 wave- 
lengths each at 40Gb/s). This could be an important technology down the road and is something 
that computer architects should pay close attention to, since it might provide a way to integrate 
many small chips together to form a high-performance system which avoids the thermal con- 
straint problem while simultaneously overcoming the conventional pin limitations of electrical 
I/O (without compromising latency). 

Sun (now Oracle) researchers exploited the unique features of off-chip photonic intercon- 
nects when they proposed a macrochip | Krishnamoorthy et al., 2009], a logically contiguous piece 
of photonically interconnected silicon integrating multicore processors, a system-wide intercon- 
nect, and dense memory at the wafer level to provide significant improvement in performance and 
energy efficiency. The logical architecture of a macrochip is based on an 8x8 array of sites where 
each site contains a four-core processor and 8GB of DRAM, implemented on an SOI platform 
which contains the CPUs, memory, silicon photonics, and fiber interfaces. Ihe authors propose a 
fully connected point-to-point interconnect network to support a shared-memory programming 
model [Koka et al., 2010] initially, and then explore the design space of switched photonic multi- 
chip interconnects in subsequent work [Koka et al., 2012]. A bridge chip, which contains the 
processor and system interface and communicates with the DRAM chip using electrical proxim- 
ity communication and to waveguides using optical proximity communication, is mounted face 
down over the DRAM chip. Using this macrochip approach potentially removes the die size limits 
that constrain the computational efficiency of silicon and could be of interest to future computer 
architects. 
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6.2. MEMORY SYSTEM 


Memory has been a bottleneck in stored-program machines from the dawn of computing, and 
with the advent of large-scale multicore machines, the so-called memory wall has become even 
more of a challenge. To keep multiple cores supplied with data, the demands on memory capacity 
and memory bandwidth have increased dramatically. DDR3 memory channels today provide a 
peak bandwidth of 25 GB/s and support 3 Dual In-line Memory Modules (DIMMs) per channel 
(or 24GB per channel, assuming 8GB DIMMs). As technology scaling continues, more and more 
processing cores are being put on the same die, which means these dies will need to be able to 
support hundreds (or thousands) of GBs of DRAM and a bandwidth of hundreds (or thousands) 
of GB/s. Traditional DDR3 memory channels require 240 pins, so as noted above, increasing 
die bandwidth and capacity by adding more channels is not feasible. Furthermore, as the amount 
of memory increases, the power consumed by that memory becomes a significant component of 
total system power. 

Over the past five years, the use of photonic interconnects to alleviate both the bandwidth 
and the capacity problem in memory systems has been studied. In Hadke et al. [2008b], Hadke 
et al. [20082], and Mejia et al. [2010] the authors propose replacing the electrical store and for- 
ward network in a Fully Buffered DIMM (FBDIMM) system with a WDM -based optical bus, 
in order to improve the bandwidth (and more importantly, the memory capacity) without com- 
promising memory latency. 

High-speed multidrop buses are notoriously difficult to build electrically, because of sig- 
nal integrity issues due to the impedance discontinuities. HP researchers [Tan et al., 2008] have 
demonstrated a high-speed multidrop bus that uses hollow metal waveguides and pellicle beam 
splitters (the optical equivalent of electrical stubs in a transmission line) that can connect up to 8 
modules at 10Gb/s, with an aggregate bandwidth of 25GB/s (using 10-bit data paths powered by 
a 1mW laser). This work is intriguing because hollow metal waveguides have very low propaga- 
tion loss (0.05dB/cm), are easy to fabricate, have low latency (33ps/cm), and their low numerical 
aperture allows insertions of taps with little loss. 

HP [Vantrease et al., 2008] and MIT researchers [Batten et al., 2008] have also shown 
how an on-chip photonic network can be seamlessly extended to include off-chip memory in 
order to provide significantly higher bandwidth and memory capacity without having to worry 
about pin limitations and restrictions on the number of DIMMs per memory channel. However, 
these works do not explicitly address the potential of exploiting the unique properties of pho- 
tonics to reduce the power consumption of the DRAM memory system, because that involves 
re-architecting the DRAM chip itself. 

Research presented in Udipi et al. [2011] and Beamer et al. [2010] tries to address this op- 
portunity. In Udipi et al. [2011], the researchers propose a new packet-based memory interface 
that uses a WDM based photonic interconnect and relinquishes the tight control that memory 
controllers hold in current (electrically interconnected) systems, allowing memory modules to be 
more autonomous. The key enabler is a 3D stacked interface die that supports this new memory 
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Figure 6.2: All-to-all interconnectivity in 5 x 5 AWGR. 


controller without requiring any modifications to the memory dies themselves. In the Photoni- 
cally Interconnected DRAM (PIDRAM) described in Beamer et al. [2010], the authors propose a 
new architecture for a DIMM that takes advantage of monolithically integrated silicon photonics. 
Specifically, by redesigning DRAM banks to provide greater bandwidth from an individual array 
core, they can supply the bandwidth demands using much smaller pages and thus reduce bank 
activation energy. Furthermore, the authors propose split-photonic buses (where optical power is 
split between multiple direct connections to each bank) and guided-photonic buses (where optical 
power is actively guided to a single bank). They do this to avoid the use of a shared bus to con- 
nect the processor and memory—an optical shared bus does not scale well because broadcasting 
optical signals requires a significant increase in power. 


6.2.5 LARGE-SCALE ROUTERS 


In large-scale computer networks such as those employed by supercomputers and datacenters, the 
use of high-radix switches can reduce latency by reducing the hop count. This in turn could reduce 
power consumption, because the number of times packets have to be stored and retrieved from 
power-hungry buffers is also reduced. But as noted earlier in this section, the maximum amount 
of chip I/O is more or less fixed for the forseeable future, which limits the number of ports of an 
electrical router. In Binkert et al. [2011], the authors argue that photonics could be used to build 
high-radix routers—more specifically, they propose an optical switch architecture that exploits 
high-speed optical interconnects to build a flat crossbar with multiple-writer, single-reader links. 
The authors suggest that using photonic I/O allows the creation of 100,000 port networks that 
require only one-third the power of an all-electronic network. 
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The Arrayed Waveguide Grating Router (AWGR) [Glance et al., 1994; Takada et al., 2001 | 


is a well-understood optical component that can be used to implement a highly scalable, non- 
blocking optical switch matrix. It has been used in many packet switch architectures for telecom 
applications [Yoo, 2006], and has proven to be very useful for creating low-latency switches in 
datacenter applications [Ye et al., 2010]. The AWGR allows a signal from one input to reach 
exactly one output on a particular wavelength. Figure 6.2 shows a wavelength routing map of a 
5 x 5 AWGR with 5 wavelengths per port. At AWGR input 2, it is possible to use A1, Az, A3, Aa, 
and As to reach outputs 1, 5, 4, 3, and 2 respectively; one can also use A4, Aa, A2, A1, and As to 
reach AWGR output 4 from inputs 1, 2, 3, 4, and 5, respectively. Note that wavelength routing in 
AWGER exhibits a symmetric characteristic, for example Aa can be used to route from input 2 to 
output 5 and from input 5 to output 2. Ihe AWGR is interesting in that all-to-all communication 
can be realized if every node is equipped with multiple receivers and multiple transmitters work- 
ing on different wavelengths, so that signals on different wavelengths can be transmitted and 
received concurrently. Furthermore, the AWGR fabric is passive and low-loss at all data rates, 
which is a significant advantage in itself—power consumption is a major obstacle to scalabil- 
ity in computing, especially at high speeds. In Proietti et al. [2012a,b], the authors demonstrate 
efficient contention-resolution techniques that take advantage of an Reflective Semiconductor 
Optical Amplifier (RSOA) to implement mutual exclusion in the optical domain. Recent work 
by the same research group has shown that it is possible to realize chip-scale optical crossconnects 
using AWGR which, together with low-latency contention resolution at the physical layer, offers 
new opportunities for on-chip photonic networks in the future. 
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CHAPTER 7 


Summary & Conclusion 


As the number of cores on a chip continues to climb, architects will need to address both band- 
width and power consumption issues related to the on-chip interconnection network. ‘The prob- 
lem is rooted in the fact that there is a fixed total power budget for a die, dictated by the amount of 
heat that can be dissipated without the use of special (and expensive) cooling and packaging tech- 
niques. With each generation of electrical interconnects consuming more power to provide the 
necessary increase in bandwidth, there is less energy available for processing. Thus, it is important 
that architects begin to look elsewhere for solutions. 

Photonics, with a fundamentally different mechanism of signal propagation, has the po- 
tential to overcome the drawbacks of electrical signaling. In addition, it offers opportunities to 
build scalable systems that are energy-efficient and perhaps easier to program. The purpose of this 
short book has been to introduce computer architects to the possibilities and design trade-offs in- 
volved when using photonic interconnects in on-chip applications. In this final chapter we will 
provide a recap of what we think are some the most important take-away messages presented in 
this book. (The interested reader may also find the following on-chip nanophotonic survey papers 


useful: Beausoleil et al. [2008], Beausoleil [2011], and Batten et al. [2012].) 


7.4 OBSERVATIONS AND THINGS TO REMEMBER 


Observation: Electrons vs. Photons 
Loosely speaking, in electrical signaling data is communicated along a wire by charging or dis- 
charging a remote node. ‘The resistance of both the driver and the wire, as well as the capaci- 
tance of the target node, influence the delay characteristics of electrical signal propagation. As 
wire geometries shrink and the relative distance between the sender and the receiver grows, the 
contribution of the wire resistance to both the delay and the power consumption becomes in- 
creasingly problematic. Photonics, on the other hand, does not have this problem because data 
is communicated by modulating photons that move along a waveguide. While there are losses in 
the waveguide, they are not as deleterious as the resistance of the wire. In fact, the maturation 
of fabrication processes that enable the creation of waveguides and microring resonators is a key 
reason why photonic interconnects are now conceivable for use in on-chip applications. 
However, there are a couple of key differences between electrons and photons that the 
architect needs to keep in mind, because they directly impact network design. One is the fact 
that photons cannot be stored easily (if at all). Any network which requires buffering is going to 
have to convert photons to electrons and back, which is a slow and expensive process. Another 
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important difference is that broadcasting a photonic signal is not as straightforward as it is using 
electronics, and requires a large amount of power. 


Remember: Electronic/Photonic Interconnect Codesign 

Despite its various drawbacks, an electrical interconnect does have certain advantages—first, it is 
very efficient for short-distance communication in terms of delay and energy, and second, signals 
can be buffered very easily with the buffers themselves becoming smaller and more efficient as 
technology scales. Photons, on the other hand, are good for longer-distance communication, 
but buffering (or temporarily storing) photons is impractical, if not impossible. As we described 
in Chapter 3 and Chapter 4, the partition-length is a guide to choosing when electronics are 
preferable to photonics. What this means is that the design of an on-chip network has to be posed 
as a codesign problem that balances the unique advantages and disadvantages of both electronics 
and photonics in order to meet the desired bandwidth and power constraints. 


Remember: Bandwidth Limits with WDM and Microring Resonators 

As noted in Chapter 3, there is a fundamental limit to how small microring resonators can be 
made, so as electronics continue to shrink but the ring dimensions do not, the power consumed by 
the electrical transport network needed to get the signals to the microrings becomes a significant 
factor. This makes increasing the bandwidth of a link that uses DWDM challenging—adding 
wavelengths requires the use of more rings, which means an increase in the distance the signals in 
the electrical transport network have to travel, adding to the latency and power penalty of the link. 
In addition, there is a limit to the amount of DWDM that can be used, due to signal cross-talk 
issues. Furthermore, when using off-chip lasers the photonic power entering the chip is fixed— 
it is a pre-paid cost, independent of whether or not data is actually communicated using those 
incoming photons. Thus, the cost of unused bandwidth becomes an important issue to consider 
as well, which means that, in addition to the partition-length, link utilization is also an important 
factor in electronic/photonic interconnect codesign. Simply replacing individual electronic links 
with photonic links is unlikely to produce the desired results, and a system-level approach to 
network design is required. 


Observation: Laser Efficiency Must Improve 

Current on-chip network designs assume the necessary photons are created externally, and stan- 
dard off-the-shelf lasers are used so that researchers can focus on the things that are unique to 
on-chip photonics. However, the efficiency of some standard off-chip lasers is in the neighbor- 
hood of 1%, and even the best lasers fall short of being 30% efficient. In order for on-chip photonic 
networks to become commercially viable, advances must be made in laser efficiency. Ideally lasers 
will not only be made more efficient, but they will also be moved on-chip so that they can be 
turned off when communication is not occuring. 
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Remember: Thermals and Resilience 

As described in Chapter 5, many of the components used in photonic interconnects are extremely 
sensitive to variations in fabrication and temperature. This is of particular importance for on-chip 
applications, where not only do we anticipate having hundreds of thousands of these components 
(in the form of modulators and filters) operating simultaneously, but also in close proximity to 
heat-generating processors. Clearly, resilience should not be an afterthought when using photonic 
interconnects, but rather should be considered as part of the design itself. This is important to the 
architect because it impacts things like the choice of modulating zeros or ones—if modulating 
ones, it is possible to detect and correct all possible single-bit errors. We described some prelim- 
inary approaches to fault modeling and protection using simple codes in Chapter 5, but clearly 
this is an important area that requires serious attention before photonic interconnects can be used 


widely. 


Remember: Importance of Assumptions 

As discussed in Chapter 2 and Chapter 3, the power consumption of a photonic link (and thus 
the power that must be supplied by the laser) is determined by starting with the minimum energy 
required by the receiver to detect a photon and working backward toward the laser, taking into 
account various intermediate losses. If the detector used is not efficient, it will clearly increase 
the power required for photonic communication. ‘The high efficiency of photonic interconnects 
in terms of energy per bit reported in many research publications is based on the assumption 
that this receiver can be made so compact, and hence efficient, that an amplifier (such as a TIA) 
is not needed. Developing such receivers and making sure that they function properly in the 
large numbers required for an on-chip application is a key underlying (and often understated) 
assumption made in on-chip photonics interconnects literature. 

In fact, the attenuation values used by different researchers for the components of optical 
links vary quite dramatically (as noted in Chapter 3). Designers should be very careful when 
choosing loss values from the literature, and whenever possible architects should work with device 
experts to get a consistent set of attenuation values—they should all be optimistic or conservative, 
and all assume the same technology. 


Observation: Parallel Programming and Photonic Interconnects 

The use of photonics also offers the potential to remove or at least minimize the dichotomy be- 
tween on-chip and off-chip communication, a problem that has plagued electrical signaling from 
the beginning. This, coupled with the ability to communicate over longer distance with a much 
lower penalty, offers opportunities for new types of computing devices—architectures that are 
based on flatter communication hierarchies and have close to uniform communication costs, even 
when systems are scaled to hundreds of thousands of processing nodes. Can these new architec- 
tures improve programmer productivity? What is the design space of such architectures? We think 
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these are interesting questions that require further research, especially in the context of exascale 
computing systems of the future. 
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